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CP-MXE Professional connector panel for MXE

▪ Designed for touring and professional
installation

▪ High quality components

▪ Robust 2RU construction

▪ Customizable spare port

▪ Compatible with both MXE5 and MXE10 devices

CP-MXE professional connector panel provides easy
connection of Neutrik XLR and etherCON connectors
directly to MXE series devices.

Parts included
Quantity Component
1 User Manual

1 Connector panel

7 Adaptor modules

5 RJ45 patch cables

10 Connector covers

Technical specifications

Audio connectors analog input 12x XLR 3-pin female

Audio connector AES3 input 2x XLR 3-pin female

Audio connectors analog output 12x XLR 3-pin male

Audio connectors AES3 output 2x XLR 3-pin male

Data connectors 5x etherCON to RJ45 thru

Rear output 7x RJ45 connection cables

Adaptor modules RJ45 to 2x 6-pin Euroblock

Ambient temperature limits -5 °C to +40 °C (25 °F to 105 °F)

Humidity <90% (non-condensing)

Dimensions of connector panel (W x
H x D)

483 x 89 x 145 mm (plus cables)

Dimensions of adapter module (W x H
x D)

35 x 27 x 35 mm

Shipping dimensions (W x H x D) 550 x 275 x 101 mm

Net Weight 1.6 kg net (1.95kg incl. adaptor
modules)

Gross shipping weight 2.2kg

Ordering information
CP-MXE Professional connector panel for MXE
Professional connector panel for MXE
Order number CP-MXE | F.01U.385.745
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