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X-Line is a large venue and concert sound loudspeaker
system that combines high-level sonic impact and vocal
intelligibility with the uniform, predictable coverage that
only a line array can deliver. The X-Line system provides
wide horizontal dispersion from a single vertical line array
with exceptionally coherent wave-front summation in
the vertical plane. Extended low-frequency polar control
produces more uniform power response, further enhancing
overall intelligibility.

The two full-range boxes in the line are three-way
systems that incorporate the Electro-Voice Hydra time
synchronized, high-frequency plane wave generator
to provide excellent summing in the far field. They also
employ Ring-Mode Decoupling (RMD) to provide level
independent fidelity, greater mid-bass clarity, and high
frequency accuracy. All three models in the line share the
same footprint and are connected by proprietary rigging
that facilitates rapid venue bad-in and bad-out.

Xds__ Three-way, long-th row element

Rectangular cabinet design
900 horizontal coverage pattern ideal for Iong-throw applications

Xvlt Three-way, medium-throw element

5° trapezoidal cabinet design for lower “J’ section of array
1 20° horizontal coverage typical for medium-throw assignment

XsubF1 Dual-18” subwoofer element

—

X-Line Live for Sound E/

• High-output line array subwoofer, rectangular footprint

Available in flying and ground stack versions



EEÎ Live for Sound X-Line

XvIs XvIt Xsub(F)

50- 16,000Hz

Freqoerrey Roege (-10 do) 30- 17,000Hz 30- 17,000Hz 35- 500Hz

Hoezoetal Cozerege 9W 12W —

Ver/cal Ceverage

LF Power Hzed/rrg 1200W oontnaoue, 4800W peak 1200W ooetinuooe, 4600W peak 1200W Cest wee, 4500W ,eak

MB Powe’ Haedl:ege 600W oonhneoce, 2400 W peak 600W eer,tieru005, 2400W neek —

HF Power Handlerg5 220W sontineoce, 900W peek 225 W soetin0000, 900W peak —

Seooteity LF/MB/HF 58/105/114 dB 97/107/114 dO 10445

Mat. SPL (celo., peak), LF/MB/HF 134/142/144dB 133/141/14445 141 dB

PearSPL@ l0rn 13545 135dB 126dB

LFTranedacer 2e 15 er EVX-1 55PL 2e 15-er EVX-1 55PL 2e 18-er EVX-1 805

MO Trzeed,rcer 2e 5-in NDO5 2e 5-in NDOS —

HFTroeeducer 3e 3-er ND6-16 3e 3-en ND6-t6 —

Coreneotore 2 Neatrik® NL8 2 Neelek NLS 2 Neotrrk® NLS

Enoloneec Maleriel Beek plywood, teetared epozy paret Brrch plywood, teetare4 epoey part/t Birch plywood, teetared epoey prent

Gr.ie Powder-coated steel Powdr-coated s:eel Pawoer-coated steel

Enveonerzetzl Spees IEC 529 1P24 MIL STO 810 IEC 529 P24, MIL STO 810 IEC 529 P24. MIL OlD BIO

Dirnens one (H (froet/rear) eW eD) 4943/4943e 12445e 7404 nee 494 3/429.7 ei 2446e 740.4 rtrrrr 4943/4943e 1 244 6e 7404 ere

19.46/19.46e 49e 29.15,s 19 46/1 6.92 e49 t 29.15e 19.46/19 46e 49e 25.15 er

Net Wergbt * 117k9 (257 Ibe) 115 kg (253 lbs) 92 kg (2025e)

*Single Oct @ 1 Meter. 4 Boe Arrzy @ 10 Meters. 1 — (50-200 Hz). 2 — (300-2000 H). 3 -(1200-5000 He). 4- (50-100 Hz)

Frequeeoy Responee (-3 45) 50 - 16,000 Hz 40-400Hz
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Whether at a medium-sized festival, in a large concert hall
or house of worship, or as a supplementary system used
with X-Line, XLC compact line arrays have a proven record
of performance and reliability. it’s no wonder that XLC is

1200 horizontal, three-way compact line array element
qp° hnri7nntFl, three—wy nompct line mrrmy lernent

• Accurate vertical control and coverage

Compact, lightweight modules

• Tri-amp operation; bi-amp operation with optional mid-high crossover

Supported by LAPS II array design software

XLC Higb.zoidput dual—15” subwoofer line array element
1 39-dB SPL from two DVX31 50 woofers

• Footprint identical to XLC1 27DVX

• Optional adapter grid for use with XLD281 and XLD291

XLC127DVX XLC9O7DVX XLC215

Frxqaerr y Rarre (-10 da) 54- 17000 H 54-12000Hz 30- 400 Ho

Horizorrtal Coserage 12W 9W —

LE Power Hendling’ 500W continuxas, 2000W peek 500W oorrt,rr5050, 2000W peek 1000W contirraxas, 4000W peak

M8 Power Harrdlirrg’ 300W ccr,tinaxas, 1200 W pexk 300W centinaxus 1200W peak —

HF Power Handling5 150W ccntirr0055, 600W peok 150W continsoun, 600W peok —

Sers,ti.ity LF/MB/HF 95/101/111 dB 95/101/11249 10349

Man. SPL (solo., peok), LF/MB/HF 126/132/139dB 126/132/14046 139 dB

PeakSPL@l0,rr 13049 130dB 124dB

LF Transdscer 1 ei 2-er DVX31 21A 1 ei 2-in DVX3121A 2e 1 5-in DVX3151A

MB Trarrsducor 2e 6.5-er DVN 2065 2e 6.5-in DVN2065 —

HFTrar,sdacer 2e 3-in ND6-l8 2e 3-,n ND6-16 —

Cxrrnectxrs 2 Noutr,k S NL6 2 Neatnk.9 NL8 2 Neslr k 0 NL6

Enclosare Muter,xl EVCoar®-cxxted birch plywood EVCeoI®-cooted best, plywoed EVCoat&-coalod bech pwxod

Grin Powder-coaled steel Powder-coated steel Powdor-caated steel

Enairnnrnentat Spess lEG 929 1P24, MIL STD Bio IEC 529 P24, MIL STD 510 IEC 529 1P24, MIL 000 810

2 n,erroions (H eW xD) * 362e 991 e 57200 362e 990e 5720w 546 x 991 x572ww
14.25e 39e 22.5 in 14.25e 39e 22.5 er 2i.5x39 x22 9 er

Net WeighI * 504 t,g (III lbo( 50.4 kg (Iii lbs) 54.5 kg (120 lbs(

*SingIe Box @ 1 Meter. ** 4 Box Array @ 10 Meters. 1 — (100-500 Hz). 2— (500-2000 Hz). 3 -(1600-8000 Hz). 4- (60-100 Hz)

XLC Live for Sound E1i

XLC 1 27DVX
XLC9O7DVX

one of the most popular line array systems in the world.
All modules incorporate Quik-Rig hardware for tast set-up
and tear-down.

Frcqaoncy Reponco (3 do) 65- 16,000 Hz 65 - 16,000 Hz 40 - 400 Hz



Live for Sound XLCi

XLC1 is a version of the XLC line that has been adapted

for permanent installations. XLCi features visually

appealing rigging that wont distract from architectural

aesthetics. The performance of the three modules in the

‘“ ‘127flVX

line is virtually identical to that of the corresponding

model in the XLC line. XLCi loudspeakers are supported

by LAPS II Aiming Software.

,‘l_‘—71]

t

lOfl° ri-r-rr,1-m 1 i-H reows—\A,m\, rrsrr r,mt—1- Ii r—ts rri— —— ‘—
‘.

• Three-way full range Compact and lightweight

• 1 200 H coverage Fixed installation rigging

Precise vertical pattern control

Tri-amp or optional bi-amp operation

XLCI9OZDVX 9Q0 horizonta[. three-way compact line array element

• Three-way full range Compact and lightweight

900 H coverage Fixed installation rigging

• Precise vertical pattern control

‘ Tri-amp or optional bi-amp

XLCi21.5 Hiph-nt itpi it di jl1TT ihwnnfer eIemnt

Footprint identical to XLC-1 27DVX

Two DVX3l5lAtransducers

XLCi12YDVX XLCÎ9O7DVX XLCi215

Freqoerrcy Renponse (-3 dB) 05- 16,000Hz 65- 16,000Hz 40- 400 Ho

Freqoerexy Ronge (-10 48) 54- 17,000 Ho 54- 17.000Hz 30- 400 Ho

Horreontol Coxerogz 12W 9W 30W

LP Pzwer Hzndlingr 500W oontrn000s, 2000W peek 500W oonter0000, 2000W peok 1000W ooetinoor.xe, 4000W peoke

MB Power HwrdIrxg’ 300W cent remco, 1200W peak 300W cont,rru000. 1200W oeck —

HF Power Handlin95 150W oorrtrnU005, 600 W peak 150W corrtrrr0005, 600W pezk —

Sonsit vtty LF/MB/HF 95/101/111 48 55/101/112 dB /0348

Max SPL (cxle., pezk), LF/MB/HP 1 26/132/139 dO 1 26/132/140 dO 13948

Peak SPL @ 10ot 130 dB 130dB 124 dB

LFTrarrsdoeer t 12-rn DVX31 21A Ie 12-in DVX312IA 2 n 15-rr DVX3151A

MB Transdacer 2 xe 5 n DVN 2005 2 e 6 5-te 0VN2065 —

HP Transdocer 2e 3-re N09-16 2e 3-en NOS-te —

Corrrrectors 2 Nectrek0 NL8 2 NeotekO NL5 2 Neateka NL5

Ertelosore Mzterrel EVCoat-cozted birclr ply.xood EVCOOI4.-500ted bleek plywood EVCoat0-cozted bireh plyrtsood

St [te Powder-coatod s/eet Powder-coated steel Powder-eoated steel

Eervltoerrrerrtal Speos IEC 529 1P24, MIL STO 610 IEC 529 P24. MIL STD 510 IEC 529 P24, MIL STO 910

Dimeeseons (H eW x D) 362e 991 s 572 rrrrx 362e 990e 572 wet 546e 991 e 572 me

1425s 39e 22.5 .e 14.25e 39e 22.5 in 21.5e 39e 22.5 in

Net Weght 50,4k5 (11/ be) 50.4 kg (111 Ibs) 54.5kg (120 lbs)

*single Boo @ 1 Meter. 4 Box Array @ 10 Meters. 1 — (100-500 Hz). 2— (500-2000 Ho). 3 - (1600-8000 Hz). 4- (60-100 Ho)
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When a line array with limited size and weight is required,
XLVC is the choice of professionals around the world.
XLVC Very Compact Line Arrays combine reliability,
intelligibility, and sonic horsepower in a package that is

easy to configure and suspend. All cabinets feature
simple, quick, integrated rigging.

System design is easy using Electro-Voice’s free
LAPS II software.

• Control Coverage Technology (OCT) maintains 1 200 horizontal

coverage angle to 250 Hz; 10° vertical coverage

• Bi-amp or tri-amp operation

XLD29I Three—way, dual—8” line arry element. 9Q0 horizontal dispersion

Control Ooverage Technology (OCT) maintains 900 horizontal

coverage angle to 200 Hz; 10° vertical coverage
Bi-amp or tri-amp operation

XLE 181, XLE 191 Two-way, single-8” line rrey elemente

• 120°H x 10°V(XLE181)

• 90°H x 10°V(XLE191)
. Bi-amp or passive operation

XCS3I2 Triple-12” cardioid bass element

XLVC Lve for Sound

XLDZ Three—we\/. c-li iel—” line errsi eler-nent. 1200 horizontal disnersion

• Contains three DVX31 20 1 2’ low-frequency transducers

• 1 ,500-W continuous, 6,000-W peak power handling



rEv Live for Sound XLVC J

Frnqunncy Rnsponen (-3 do) 65 - 16,000 Ho

Frnqunrcy Rangn (-10 oS) 56- 16.500Hz

Horzonta! Coonrzge 12W

LF1 Power Hand ing 200W onntinuoun, 500 W pnak

LF2 Power Hzndling° 200W continzoen, 500W pnzk

65— 16,200 Ho

HP Power Hemd/ing0

65- 16,000Hz

XLD 281 XLD 291 XLE 181 XLE 191 XCS312

65- 16,200 Ho

50W contin000n. 320W pnek

06- 16,700 Ho 56- 10,000 Ho 00- 15,700 Ho 40- 100 Ho

9W 12W 9W 20W

200W continzomon 600W peak

200W onntmnzozs, 500W pnok

50W ccntmnzozn 320W pnak

45- 100 Ho

200W continuous, 500W peok 200 W contmnmoomon, 500W pnzk 1000W cent nmmous, 4000W pnok

— — 500W continzozs, 1000W poek°

50W contmnmmzmms. 320 W pnzk 50W ccntmnuozs. 320W pnok

Snnsitizity LF M5/HF 00/112 dO 55/11345 50/112 dO 59/11345 100 d5

Mao. SPL (cde, peak) LF-M0/HF 129/13745 129/13645 12S/137 40 025/136 eS 13645

PnokSPL lOm** 12940 13040 12945 130dB 121 dB

LF Trznodmmcnr t r 5-in DVN2OSO 1 r 5-in OVN2OSO 1 oS- n 0552050 1 r 8-mn 0552050 301 2-in 05031206

LF-M0 Tronsducen 1 r S-in DVN2OSO 1 t S-in 0VN2050 —
— —

HP Tnancnucnr 2z 2-in 5020 20 2-me 5020 2a 2-in 5025 2r 2-in 5020 —

Connectons 2 Nnutrmk0 NLS 2 Neutrikt NLS 2 Neutrik/9! NL5 2 Nnctrike. NLS 2 Nnctrilr® NLS

Encionure Materici EVCoott-csztnd birch plywood EVCozrO,-coztnd bmrch p/ywsed EVCozt®-coztnd birch plywnsd EVCcaI.n-coe/nd SmoeS plywood SVCozt t -czztzd bonk plywood

0611e Pswder-csatnd steel Pswdnr-cootnd steel Pswder-costed etent Powdnr-eoatnd steel Pswder-cseted steel

Enc.ronmnnntzl Specs lEG 520 1P24 MIL STD 910

Dimnnsions(HnWoD) 2510 726o369mm 2510 726s388 mm 251s StEs3S9mm 20t eStEr3Sgmm 505s 726 s677 mm

99s28.SSx 14.53 in 5.9k 26060 14.52 in 0.0020.30 14.52 in 9.0s20.3s 14.52 in 20028.06026655

Net Wnmgkt 21.9kg (48 lbn) 215kg (49 Os) 17.24kg (38 Os) 17.24kg (35 Os) 57.13kg )t45 Ibu)

Single Boe @ 1 Meten. *04 Bos Arnay @ 10 Meteno. 1 — (750-1750 Ho). 2— (100-750 Ho). 3 - (1500-8500 Hz). 4- (80-loo Ho)
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Xi-Series Live for Sound rEV

The Electro-Voice Xi series brings premium, tour-quality
sound to installation. The Xi series offers a potent
combination of high output and ultra-linear performance in
two-way systems. Xi series loudspeakers incorporate the
acoustic advantages of Ring-Mode Decoupling (RMD)
and feature HP horns to secure excellent directivity control
and even coverage. To achieve sound performance without
compromise, the Xi series is designed for active operation,

with the exception of the Xi-1082, which contains a
passive crossover network. Xi loudspeaker cabinets are
made of 1 8-mm, 1 3-ply birch plywood finished in black,
textured paint, and are protected by a full-face, steel front
grille that is backed with foam. All systems except the
Xi-1082 have integrated handles and two L-tracks on the
top and bottom. A detailed flying man ual is available.

Xi—1 O2

XF_1122AIa51Er
8-inch two-way fuil-range loudspeaker

• Ultra-compact, low profile 1 .25-inch DH3/2010A titanium
• Wide-range reproduction, maximized intelligibility diaphragm HF driver
• Optimal under-balcony enclosure angles Two 3/8-inch mounting bracket inserts

Suited for front-of-stage and near-tield use Compatible with OmniMount® Series 100
Trapezoidal enciosure, vented for extended LF Textured black finish

1 2-inch twn-wpy full-ranpe loudspeaker

• Ultra-compact, high output Built-in L-Track rigging
Professional touring or installation 35 mm stand mount
Maximum intelligibility for voice Integrated handles
3-inch Neodymium HF driver Available in black or white

• Trapezoidal (150 / side) 1 3-ply birch enclosure

r’i ‘-cz-- -- r--’r 1 —
/N Li JLJ Li EE*



• High-SPL in limited-space applications

• Maximum intelligibility for voice

EVX1 55 woofer with 4-inch voice coil

and Ring-Mode Decoupling (RMD°°)

• 3-inch ND6-1 6 neodymium HF driver

• Rotatable 600 x 40° (64F) or 900

x 400 (94F) coverage

• Solid bass down to 50 Hz (-3 dB)

Trapezoidal (150 / side) 1 3-ply birch enciosure

Built-in L-Track rigging

• 35 mm stand mount

• Integrated handles

• Available in black or white

Xi-1 082 Xi-1122A185F Xi-1152A/64F Xi-1152A/94F

50-20,000 Ho 58- 17,000Hz 50- 16,000Hz

Pecornrnended Hgh-Paso F-e9uency 60-80 Ho (12 dB/ocrave) Do46 preret Do46 p00000 Do46 preoet

And Sero’t,uity (SPL 1 W 1 0) 90dB (LF/HF 99/110dB (LF/HF) 98/11348 (LF/HF) 981112 oB (LF/HF/

Mao, SPL 1 rn (oulo.), full opoce 118dB (LF/HF) 130/135dB (LF/HF) 132/13848 (LF/HF) 132/13748 (LF/HF)

Long-Ternr Power Handhng 175W )LF/HF) 300/75W (LF/HF) 600/75W (LF/HF) 600/75W (LF/HF)

Shont-Teerro Power Hondlrng (peuk) 700W (LF/HF) 1200/300W (LF/HF) 24001300W (LP/HF) 2400/300W (LF/HF)

coveroge (norrnrral -6 tIB) H z V 9W o 4W (Corror -do kom) 8W 0 0W (connl.-dr, lronn) 6W 4W (Conor.-dir, hnrrr) 9W r 4W (Comrot -cir. mm)

0 1 d
11.2dB (÷1.81-2.7 dB) 10.948 (+1.2/-2.9 dB) 13.448 (+1.3/-2.3 dO) 12,3dB (+0 7/-1 .5 dB)

recbv4y mm en 2,000- 20,000 Hz 1 200 - 16,000 Hz 1200- 16,000 Ho 1200- 16,000 Hz

LF wco0zr (trano8,rcer) 8-ir-ch 12-ir-ch (DL-tyoe) 1 S-nok (EVX-1 55) 1 5-inch (EVX-1 55)

MBwoofee(ironodocer) — — — —

HE throal diarmmetem (transdacem) 1-rnch (DH3/2010A) 1.4-inch (ND6-1 6) 1 .4-rrrch (N06-1 6) 1.4-inch (906-16)

Cmosoover Fmoquencies 3,500 Ho (passive) Dx46 pmeset 0x46 preset Dx46 pmeset

No-ninal ln’podance 60 (LF/HP) 80/160 (LF/HP) 80/160 )LF/HF) 8 0!16 0 (LF/HF)

Mrnirmranr lmnpedance 5.80 (LF/H9 85 01134 0 (LF/H9 6.3 0114,0 0 (LF/HF 6.30/1220 (LF/HF)

Inpat Conneclions barrier strip 2 foum-pin Speakon 2 loum-pin Speakon 2 foum-pin Speakon

H W t D
235s488r285nrmn 564s375s356nrrn 759r450x4I3mmmnr 759o450o413mnnn

Dimnenor000500 monto 925011.210 11,22ie 22.99x 1476e 1401/0 29.88s 1772o 16260 2988r 17?2e 1626 in

Ne: We,ght 13.3kg (29.3 lbs.) 31.3k0 (69 ‘os,) 40.8k9 (69.9 ho.) 40.8k9 (89.9 bs)

E1i Live for Sound Xi-Ser.es

Xi1152AI64FXi1152AI94F 15-inch two-way fulI-rançe IoLJdpeakers

Fmeqaency Response (-3 dB) 50 - 16,000Hz

11



EVF Front-Loaded Systems Live for Sound

EVF is the most comprehensive series of front-loaded
loudspeaker systems ever offered for installed sound.
Available in 1 2” or 151! two-way configurations, and
enhanced with dedicated low-frequency systems, EVF
loudspeakers match exceptional audio performance,
efficiency, ease-of-use, and aesthetics with unprecedented
value. EVF systems incorporate the latest Electro-Voice
components to ensure years of reliable use and consistently
excellent sound. “S” designated systems are equipped
with SMX series symmetric drive woofers and BD2B
2-inch titanium compression drivers; “D” designated
systems are equipped with our highest performance DVX
series symmetric drive woofers and the DH4M 3” pure
titanium compression driver.

EVF two-way fuli-range systems are offered in seven
coverage patterns that provide solutions for the widest
possible range of installation challenges. The 1 2” Constant
Directivity waveguides can be rotated to work with a
vertical or horizontal orientation. Bi-amp operation is
supported, but the sophisticated fourth-order crossover
and protection network makes cost-saving, passive
operation extremely attractive. Using optional rigging
accessories, you can create attractive clusters that include
EVF fulI-range systems, as well as EVF subwoofers or EVH
fulI-range systems. Cabinets are available in three finishes:
EVCoat (interior use), Pl (indirect weather exposure), and
FG fiberglass - for direct weather exposure; they include
twenty-two MiO threaded suspension points.

EVF- 1122 1 O-ir,rH fA,-A,m\, fi iIl-rm nr, 1,i iHmLorm

• 2-inch ND2B titanium HF compression driver
• Rotatable Constant-directivity waveguide

• Six available patterns with
coverage from 400 to 1 20°

• 96dB sensitivity, 131 dB maximum SPL

• Power handling: 500 W continuous, 2000 W peak
4th-order passive crossover with HF protection

- Trapezoidal 1 3-ply birch enclosure in three
finishes: EVCoat, Pl, and fiberglass (FG)

15-inch two-way fuil-range Ioudnkr

• 2-inch ND2B titanium HE compression driver

• Rotatable Constant-directivity waveguide
• Six available patterns with

coverage from 30° to 900

• 101 dB sensitivity, 134 dB maximum SPL

• Power handling: 500 W continuous, 2000 W peak
• 4th-order crossover with H F protection
• Trapezoidal 1 3-ply birch enciosure in three

finishes: EVCoat, Pl, and fiberglass (FG)

EVF-1152S



Elf Live for Sound
-- EVF Front-LoadedSystems

EVF-1122S/64 EVF-1122S/66 EVF-11225/94 EVF-1122S/96 EVF-1122S/99 EVF-1122S1126

Frequency Respense (-3 48)

Frequancy Renge (-10 dB) 49 19000 Ho’

Recemmended High-Pass Feequency 65 Ho .y.

Oe’rsitdity (OPL, 1 Wil m) 9645

Mao. OPL @ 1 m (aaN.) 131 45

System Power Hand!.rrg (Ccrrcrrucj&, Program, Paar) 500W, 1000W, 2000W

Nominal Impedance )Passiae) 86

Minimum Impedance 66

Inpal Canooctpens Phoen,alEurebleck style soraw terminals; Pl and F6 aarsioes periode daal-gland-nut oprit-panel cover

Cocorace (No—real -g do) H’ 60’ 60’ 90’ go’ 90’ 1 20’

Cecerege (Nominal -6 do) V’ 40’ 60’ 40’ 60’ 99’ 60’

LF Transcacer 0M021 21 1 2-inch (309 mm) dricer

HP Transducer 5020 2-inch (51 arm) diaphragm oempresaien drwer

lolernel Parnivo Crosscvcr Frequerrcy 1460 Ho

Enciasare Malarpal 13-ply weather-resistani birch

Srille Oiardard uersi000: 1 6-ga Galvanoeal, Pswdercucl, with scr000 bohind
Pl and F6 versp005: 1 8-ge Oteinloos, Powdercoal, with hydrophobic clclh boh:nd

Eoc,ro’rrmootsi Otaodard veesleos: IEC 60529 1P44
Pl and F6 uero.005: IEC 60529 IPOO

Ouop-ons:ur (22) M10 Threaccd Polops (oor EBK-M10-EVI hit af icp,r lsrgad eyobcilo ocludad)

Opmeosreos (H eW 00) 768.6a 406.3 04133 mm
30 26 c 18e 16.27 in

Nol We:ghl 63.1 1h (29.6 hg)

Half-opace measoremeot lo paosioe mode
FG (full outdoors) uereionu hoog oo eoolouure cents, oomewha( reducing their lom trequeocy respoose
E)A RS-426A (eight horurs)

EVF-1152S!43 EVF-1152S/64 EVF-1152S/66 EVF-1152S194 EVF-1152S/96 EVF-1152S!99

Froquoocy Respeooo (-3 do) 70— 14000 Ha’’

Frequency Responso (-3 45) 70— 14000 Ho’’

Frequeecy Raogo (-10 49) 41 — 18000 Ho 0

Rocorrmaodad Higb-Paro Praquancy 45 Ho

Senstoity )SPL, 1 Wil m) 101 45

Mao. SPL @ t m (oslo.) 134 45

Systom Power Haodhirrg (Ceotinueua’, Program, Peab) 500, 1000, 2000W

Nomioel Impadance (Passiue) 80

Miolmum lmpedaooe 6 0

Inpul Conooctians PhaooisiEurcblock style sorew terminals; Pl and P6 oersi005 inolode dooi-gloed-out input-panol racer

Ceverage (Nompoal -6 48) H xV 40’ a 30’ 6Ws 40’ 60’ a 60’ 40’ 50’x eO’ go’ 80’

LP Traooducer OMX21 51 1 5-inch (381 mm) ar’aor

HPT’aasducer 5025 2-inch (51 mm) diaphragm compressor dricer

lnicrcui Passion Cressovor Frequercy 1450 Ha

Enciosune Matorpal l3-ply weather-resistaot bach

Grille Srundard oorsiers: 1 6-ga Gaioecoeal, Powdercaat, with scoren behiod
Pl and P6 uern’ors: 1 6-ga Slainloon, Pawderorel, with hydoephobic cleth behiod

Eruironmeotal Steodard aerdeoe: IEC 60529 1P44
Pl ard F6 aerei005. IEC 60529 IPSS

Suspeosieo (22) Mis Threaded Psiots (ere E8K-M10-EVI ht altaar ferged eyebolts mouded)

Dimeosiaas (HoW r 0) 766.6 e4658 s 466.6 mm
3026e 18.5018.3710

Net We:ght 70.9 1h (32.1 kg)

Halt-spoce messuremen) in pausice mode
P6 (tol) outdouro) cersions huce as enclosure cents, scmewhat redociog their (uw (req0000y respoose

EIA RS-420A (eight huurs)

58—18000 Ho’-’
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EVF Front-Loaded Systems Live for Sound Ej

• 3-inch DH7N titanium/neodymium

HF compression driver

• Rotatable Constant-directivity waveguide
Six available patterns with
coverage from 400 to 120°

• 97dB sensitivity, 131 dB maximum SPL

The result is lower-distortion, cleaner sound reproduction
at a given output level, compared with the equivalent
“S” version.

EVF-1152D Premium 15-inch two-wav full-rançle loudspeakers

Compact and lightweight
• Low distortion, high efficiency
• Ideal for fixed installations
• DVX31 51 A woofer with fully symmetric drive
• 3-inch DH7N titanium/neodymium

HF compression driver

• Rotatable Constant-directivity waveguide
• Six available patterns with

coverage from 30° to 900

• 100 dB sensitivity, 134 dB maximum SPL
Power handling: 600 W
continuous, 2400 W peak

• 4th-order crossover with HF protection
• Trapezoidal 1 3-ply birch enclosure in three

finishes: EVCoat, Pl, and fiberglass (FG)
• M10 threaded suspension points (22)
• Transformer kit available for distributed systems

Fi 7Er
EVF “D” systems are equipped with our highest
performance DVX series symmetric drive woofers
and the DH4M 3” pure titanium compression driver.

EVF-1122D Premium 12-inch two-way full-ranqe loudspeakers

• Power handling: 600 W
continuous, 2400 W peak

• 4th-order passive crossover with HF protection
• Trapezoidal 1 3-ply birch enclosure in three

finishes: EVCoat, Pl, and fiberglass (FG)



Live for Sound EVFFront-Loaded Systems

EVF-1122D/64 VF-1122D/66 VF-1122D/94 EVF-1122D/96 EVF-1122D/99 EVF-1122D/126

Freqvency Resporise (-3 dO) 57 — 18,000 Hz

Freqvenvy Range (-10 dO) 49—21000HZ’’

Recommended High-Pass Frequency 65 Hz

Sensitivity 1 Wil rn 97 dO

Mao. SPUl rn (Calcvl,tnd)’ 131 dB

Systern Power Hartdlinc (Cont:nvouo’. Program. Peali) 600, 1200 2400W

Nomi,,al impedance (Pass,ve) 80

Minimum Impedance 6 0

Input Connections PboenixiEuroblock style serew terminals, Pl and F0 vensions include dual-gland-nut input-panel cover

Coverage (Norninal -6 dB), H V 60’ s 40’ 60’, 60’ 90’, 40’ 90’, 60’ 90’, 90’ 120’, 60’

UP Transdacen 0V531 21 A 1 2-inch (305 ere,) weofer

HFTnansdueer DH7N 3-inch (76 won) d aphregnr comarnsoion dniver

Internal Passive Crossover Frequency 1300 Ho

Enciosure Material 13-ply weatner-res.slant bi:vh

G 11
Standard versions: 1 6-ga Galvannaal, Powdercoal, with screen behind

ri e Pl and F0 versions: 18-ga Sta:nless, Pewderceal, with hydrophobie oloth behmd

E 1
Slandord versions: lEG 60529 1P44

nonenmenta Pl and FG vens,ons lEG 60529 1P55

Suspensioe (22) MIO Thneaded Pourts (one EOK-M10-EVI kit of iZOt ferged eyebolts inciaded)

‘ Half-space measulement is passive mode
‘ FG (full outdoors) veisions have no enclosure vento, somewhat reducing their low frequency response

‘ EIA RS-426A (eight hours)

EVF-1152D/43 EVF-1152D164 EVF-1152D/66 EVF-1152D/94 EVF-1152D/96 VF-1152D/99

Freqveecy Ressonse (-3 dB) 70— 78.000 Ha’’

Frequency Rangs (-ie do) 40—21,000 Hz’’

Recoinrnended Hich-Pase Frequency 45 Ha

Snnoitvity 1 Wil er 100 dB

Max, SPUl te )Cslcvlated)’ 134 dO

Sysleni Power Hand]:ng (Continuovs’, Program, Peak) 600, 1 200. 2400W

Norninel lrnpedance (Passive) 8 0

Minimum Impedance 6 0

Input Cenneclioes PhsenisiEurobock style serew terminals; Pl and F0 oersians include duel-gleed-nut input-eenel 005cr

Covnragn (Nononal -6 dO), H o V 40’, 30’ 60’, 40’ j 60’, 60’ 90’, 40’ 90’, 60’ 90’, 90’

LFTraeedacer DVX3151A 1 5-inch (381 erre) westen

HFTransducer DH7N 3-inch (76 mm) draphragm compression drive,

tnternal Passive Crossover Frequency 1300Hz

Ericlosare Mate-iul 1 3-dy wnathnr-rnsviant birch

1
Standard versions: 1 6-ga Galvanneal, Powderceat, with sereen behied

Gri Pl and F0 versisee: 1 8-ga Stairilese, Powdercoet, with hydrophobic clsth behind

-l
Otandard versions: EG 60929 P44

Envinoniment, Pl and P0 versions: lEG 60529 P95

Saspeesion (22) Mia Threadnd PoeS, (one EBK-Mi0-EVI kit of four ferged eyebolts insluded)

Dimensions (H x Wx D) 768,6 e4698 e 466.5 mm
3026,18.0 78.37 in

Net Weight 75.7 Ib (34.4 kg)

Half-space measarement in passive mode
‘F0 (full ouldoors) velsions have no enclosure vento, somewhat reducing their low frequency response

‘EIA RS-425A (eight hours)
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EVF Front-Loaded Subwoofers Live for Sound TEV
—-

Fij

A range of acoustically and aesthetically matched
front-loaded low-frequency systems are available to
compliment your fuli-range systems.

EVF-1121 S 12-inch front-lopded bass element

• Enhanced bass for installations EVCoat, Pl, or fiberglass (FG) finish
• Low-distortion EVS1 2SB woofer M10 threaded suspension points (22)

99dB sensitivity, 135 dB maximum SPL Transformer kit available for 70 or 100V
• Power: 400 W continuous, 1600 W peak
• Trapezoidal 1 3-ply birch enciosure

EVF-1151 S 15-inch front-loaded bass element

Enhanced bass for installations EVCoat, Pl, or fiberglass (FG) finish
• Low-distortion EVS1 5SB woofer MiO threaded suspension points (22)
• 103 dB sensitivity, 135 dB maximum SPL Transformer kit available for 70 or 100 V
• Power: 400 W continuous, 1600 W peak

Trapezoidal 1 3-ply birch enciosure

EVF1181S. 18-inch front-loaded subwoofer
Ideal for installations EVCoat, Pl, or fiberglass (FG) finish

• Low-distortion EVS1 8SB woofer MiO suspension points (26)
• 99 dB sensitivity, 131 dB max SPL Transformer kit for 70 or 100 V
• Power: 400 W cont., 1600 W peak
• Trapezoidal 1 3-ply birch enciosure

EVF2121 S 18-inch front-loaded subwoofer
deal for installations EVcoat, Pl, or fiberglass (EG) finish

• Low-distortion EVS1 8S8 woofer MiO suspension points (22)
• 100 dB sensitivity, 135 dB max SPL Transformer kit for 70 or 100 V

Power: 800 W cont., 3200 W peak
• Trapezoidal 13-ply birch enclosure



DuI 1 5-inchjuaddubwof

• High power for installations

• Two premium DVX3l59Awoofers

• 101 dB sensitivity, 137 dB max SPL

• Power: 1000 W cont., 4000 W peak

• Trapezoidal 1 3-ply birch enciosure

EVF-1121S VF-1151S EVF-2121S EVF-1181S EVF-21510

Freceney Renge (-10 dB) 48 —120 -Ie 46— 124 4e 41 — 330 Ho 28— 650 Hee 30— 3200 Ha’

Reeorrrmended Hgh-Pas Freqcerey 50 Ho 35 Hz 45 4e 33 Ho 35 Ho

lnlernal Fassive Low-Pass Friler 105 Ho. 12 46 per cetave nene none none

Sensitaity (SPL t Wil rrr) 9946 103 dB 100 dB 99dB lOl 48

Mee. 5FL @ t re (ccle.) 13548 135 dB 131 48 13748

Systern Pcwer Handling (Ccntrrvevs’, Pregraar, 400 800, 1600W 800, 1600,3200W 400, 800, 1600W 1000, 2000, 4000 W

Non-cel Irr,pedance Paselve: 4 0. B,arnp 80 Parsve: NIA. Bene: 4 0 Pasave: NiA. Bomp: 8 0 Pass:vo. N/A. Barre: 4 0

Passive. 0 Passlve: N1A Passive: N/A Passive: N1A

M:rrrncrn lerpedanee
6 5 50 Biamp. 640

Barrrp: 2.8 0 Barnrp: 6 0 8:anrp: 2.7 0

put Conneceons Ptroen,a/Euroblec’s oljio serew tecrr,nals; Pl and F6 cersons inelude dual-glamd-nul put-panel cover

Coverage (Nem,nal -6 dB) Omnidireetional in normal operaling range

T d
EVSI 258 1 2-fleS (305 een) EVSI5SB 1 5-irreir (381 Two EVS1 2SB 1 2-insh (305 EVS1 858 1 8-ch (457 om) Two DVX31 59A 1 5-meI, (381

rans ucer decor mm) drive, mm) driver driver mm) dreers

Enclosjre Material 1 3-oly weather-rns:stant brei

Grrlle Standard versions: 1 6-ga Galvanneal, Powdorcoat, wilS sereen behind. Pl and FG versions: 1 8-ga Stainlesa, Pawdercoat, wilS hydrophobrc eloth behind

Envirenmontal Standard cersienc: IEC 60529 1P44. Pl and Fl3 vers:onc IEC 60529 P55

(26) hfl0 Tbreaded Peels (ene (28) Mis Threaded Pomts (ene

Suspension (22) Mis Threadod Points (one EBIÇ-MiO-EVI kil of fear ferged oyebolts ineluded) EBK-M10-EVI kil eI four ferged EBK-Ml0-EVI kit of fear forged

eyebelis neluded) eyebelts neluded)

.
7686e 406 , 413.3-em 768.6e 470 o 467 mr, 768,6e 470, 467 mm 768.6 c 675.6e 726.4 mm 7686 a 675.6e 726.4 mm

Dmensiens(HeWeD( 30.26,16.0a16,27in 30.26ot8,SclB4ic 30.25et8.5r18.4in 30.26a26.6c28.6n 3026r26.6e28.6in

Not We,ght 57.76(26.2 kg) 62.6 S (28.4 kg) 824 Ib (37.4 kg) 101.216(45.9 kg) ii 7 Ib (53.1 kg)

67—954,’

EVF-2151 D

[‘ 1I - Live for Sound EVF Front-Loaded Subwoofers

• EVCoat, Pl, or fiberglass (FG) finish

• M10 suspension points (28)

• Transformer kit for 70 or 100 V

Freguer-cy Response (-3 dB) 70-66 Ha’’ 54— 145 Ho’ 35 — 100 Ho 40—2600 He’
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EVH Horn-Loaded Systems Live for Sound

The EVH series is a dedicated installed sound solution
that builds on everything Electro-Voice has learned from
the globally successful FRX/FRX+ series. Delivering
exceptional value in venues of all sizes, these mid-sized
15-inch two-way cabinets feature a unique coaxial horn
loaded design that is unmatched for pattern control and
intelligibility in reverberant environments.

A 400-W SMX21 51 woofer provides the EVH’s deep, rich
lows, while horn loading maintains directivity control all the
way down to 500 Hz. High frequencies are handled by a
pure titanium compression driver—either a standard 2-inch
(S models) or a premium 3-inch with neodymium magnetic

structure (D models)—protected by an advanced fourth
order crossover network. Six coverage patterns (ranging
from 40° by 300 to 900 by 900) on Rotatable Constant
directivityTM waveguides offer extraordinary versatility.

Available finished for outdoor use, EVH loudspeakers
come installation-ready with 28 M10-threaded suspension
points, making rigging extremely flexible. Wherever
superior pattern control is a priority, the EVH series
provides a proven, effective solution.

EVH fulI-range systems can be seamlessly paired with the
EVF subs.

FVI-I-112 T\Ac,-\A,m\, rr,myiml Hr-,rr_lr,mr-lrrH fi ll-rmriç,, lc-,i irerr

• deal for reverberant spaces
• Pattern control maintained down to 500 Hz
• 400 W 15-inch SMX21 51 woofer
• 2-inch ND2B titanium HF compression driver
• Rotatable Constant-directivity waveguide
• Six available coverage patterns

from 400 x 30° to 90° x 90°
• 106 dB sensitivity, 139 dB maximum SPL

• Power handling: 500 W continuous, 2000 W peak
• 4th-order passive crossover with HF protection

Trapezoidal enclosure in two
finishes: EVCoat or Pl

• MiO threaded suspension points (26)

• deal for reverberant spaces
• Pattern control maintained down to 500 Hz
• 400 W 15-inch SMX21 51 woofer
• 3-inch DH7N titanium/neodymium

HF compression driver
• Rotatable Constant-directivity waveguide
• Six available coverage patterns

from 40° x 30° to 90° x 90°

• 106 dB sensjtjvjty, 139 dB maximum SPL
• Power handling: 500 W continuous, 2000 W peak
• 4th-order passive crossover with H F protectiori
• Trapezoidal enclosure in two

finishes: EVCoat or Pl

EVH-i152D Premium two-wav coaxial horn-loaded fuil-rancie loudscieakers



Live for Sound EVH Horn-Loaded Systems

Reoonrnnerrded High-Pass Freqaency 60 Hz

Seesiticity (SPL 1 Wil rn) 106 dO 105 dB
104 dO

Maa SPL 1 ze (oslo.) 139 dO 138dB
137dB

Systoni Power Har-dling (Cortirtoas’, Pragra-n, Peac) 500. 1000. 2000W

Nonrinal lrnpedance (Paasioe) 8 0

Mininiarn lrrrpedance 6 0

Inpul Conneorrons PtnoeeredEuroblock style sarew terminals; Pl and F0 versons incude daal-gland-nat inpat-panel cover - -

Coveran (No—real -6 dB) H 4W 6W 6W 9W 9W 9W

Cosenage (Norninal -6 dB) W 3W 4W 6W 4W 6W 9W

LFTransduoer SMX2101 15-inch (351 rein) driven

HFTrar’sdvcer 0028 2-:nch (51 rent) d:sphagrn oorepression droer

lorernal Passive Crossover Frequercy 1300Hz

Errofosare Maf enlal 1 3-ply weathoe-resistant biroh

Wille Standard versions: 1 8-ga Galvanneal, Powdercoat, with screen behind

Pl ard F0 cersione: 1 8-ga Staieless. Powderooat, wilh hy&ophob:a cloth beirind

Enarroenrantal Staedard oensions: IEC 60529 P33; Pl and F0 cersione: IEC 60529 1P55

Suspension (25) M10 Threaded Points (one EBKM lO-EVI kil cl loon forged eyekolrs ecladed)

Dirnertsises (HoW zO) 766.6 a765.6z 680.1 eer
30.26 r 30,26a26.77 in

Nel Weight 143 ik (84.9 kg)

EVH-1152D/43 EVH-1152D/64 EVH-1152D/66 EVH-1152D/94 EVH-1152D!96 EVH-1152D/99

Freqoency Response (-3 dB) 60— 17.000 Ha

Frequeecy Range (-10 dB) 50— 20000 He

Recemmonded High-Pass Freqaeeoy 60 Hz

Sersiriaty (SPL. 1 W/l er) 106 dB 100 zO 104 dO

Mao SPL@1 rn)oalz.) 139d9 138dB 137dB

Systenr Power Hand/eg (Contievove’, Program, Peab) 500, 1000, 2000W

Nominal Impedance (Passive) 80

Meinrirn Irnipedanoe 6 0

Inpul Canneclisee PfroernieiEaroblook style 50mw terminals; Pl and F0 oonsiosra inolado daal-g’aod-nvn inpat-pazrel 0000e

Cooerage )Noirr:rral -6 dB) H 4W 60 6W 9W 9W 9W

Ceverage )Nominal -6 do) iP 3W 4W 6W 4W 6W 9W

LP Trarisdocer SMX21 51 1 5-inch (391 mm) dr/ver

HF Transdvcer DH7N 3-inch (76 mme) draphragme oompression dr/ver

lotornal Passive Crossover Frequency 1300Hz

Enolosare Materiel 13-ply weafhee-rosstant birch

Grille Standard oersions: 1 6-ga Galvanneal. Powdercoat, wilh screen behind

Pl and F0 oersiees: 1 8-ga Stainess, Pewdercoar. w.mh hydropnobic oloth kehind

Envinonreental Standard oorsions; IEC 60529 1P33
Pl end FG aersions IEC 60529 1P55

5000enson (29)1410 Tirraaded Pools (ore EBf<-M10-EVI kil of foar forged eyekalls insladed)

Ornensions (H r We D( 768.6 e 768.6e 680.1 zere
30 26 a 30.26e 26.77 ie

Net Weight 145.51k (66.1 kg)

Half-space measurement in passive mode

EIA RS-426A (eight hours)

Froqaeecy Responee (-3 88)

Freqvenoy Rarrge (-10 48) 50—16,000 He’

60-15,000Hz

EVH-1152S/43 EVH-1152S/64 EVH-1152S/66 EVH-1152S/94 EVI-I-1152S/96 EVH-1152S/99
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EVA Expandable Vertical Array Live for Sound EV

The Expandable Vertical Array (EVA) series is an elegantly
simple solution for installed sound applications. EVA
offers true line array performance, and coherent far-field
summing from the patented Hydra plane wave generator.
The internal, hidden rigging not only looks great, but also
makes EVA incredibly easy to install. The sophisticated
internal crossover Iets you power up to eight EVA full

irc

• High performance, cost-effective

• Ideal for fixed-installation line arrays

• Two array elements in each module

• Two 8-inch low-distortion woofers

• Four 1.25-inch titanium diaphragm HFdrivers

• Advanced Hydrat plane wave generators

High sensitivity (104 dB) for high output

• Super efficient: drive multiple boxes

from a single amp channel

• Sixth-order passive crossover with HF protection

• Integrated hidden suspension hardware

Choice of three finishes: indoor, Pl and fiberglass

• EVADA (EVA Design Assistant) software tool

EYM.oBaS 126
Dual—elernent
1200 by 6°
fuil—range line-array
mod u Ie

EVA-2082S122fl
Dual—elernent
120° by 20°
fuil-range line-array
mod u le

EYA2O82S 906

Dual—elernent
90° by 6° fulI-range
line—array rnodule

EVA-2082S 920

Dual—elernent
90° by 20° fulI-range
line-array module

range modules from a single amplifier channel, eliminating
the need for external crossovers or DSP. The four full
range modules in the series are complemented by two
matching subwoofers that can be flown on top of or behind
the array. 1f you think that your budget isn’t big enough for
a great sound ing line array, EVA may be just the answer
you’re looking for.
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EVA Subwoofer Features:

• High power, front loaded

• deal for fixed installations

• Seamless rigging with EVA line arrays

• DVX31 59A woofer for mw

distortion af high SPL

98 dB sensitivity (1 W /1 m half space)

• Steel-reinforced 1 3-ply birch enclosure

EVA-EG2 (xtended Grid)

For typical tilt angles in arrays taller

than four modules, or extreme

angles in arrays of four modules or

less. Includes one spreader bar.

rE Live for Sound EVA Subwoofers

EVA1151 0 15-inch subwoofer line array element

• DVX31 59A woofer for low Integrated hidden

distortion af high SPL suspension hardware

• 98 dB sensitivity (1 W Splays of 00 or 50

/ 1 m half space) between modules

• Power handling: 500 W Choice of three finishes: EVCoat,

continuous, 2000 W peak Pl, and fiberglass (Fc3)

• 125/131 dB maximum • EVADA (EVA Design

SPL (continuous/peak) Assistant) software tool

EVA-2 151 D Duel 15-inch subwoofer line arrav element

• Two DVX31 59A woofers for

low distortion at high SPL

• 100 dB sensitivity (1 W

/ 1 m half space)

• Power handling: 1000 W

continuous, 4000 W peak

130/136dB m50dmumSPL

(continuous/peak)

Choice of two finishes:

EVCoat and Pl

EVA-CG (Coupler Grid,

not shown)

Connects to EVA-SG2 or

EVA-EG2 so that you can t ly

EVA subs behind the array,

without increasing trim height.

EVA Rigging

EVA modules connect with an integrated internal top-to

bottom metal structure. Hidden by cover panels, this nearly

invisible rigging system gives an EVA cluster the aesthetic

appeal of an architectural element rather than a loudspeaker

system. The rigging system is designed to carry an array of up

to eight modules with a safety factor of greater than 8:1.

EVA-SG2 (Standard Grid)

For typical tilt angles in 3 and

4 module arrays and puli-up

appllcations in arge arrays when

extreme angles are required.

Includes one spreader bar.

60-19000HzFrnquency Response

(-3 dB)

Reconxrnendnd High-Pass
Freqoency

Oexs,t:vny (0PL, 1 W/l te)

Max. SPL l5 1 t,, (caic.) 135dB

EVA-2082S 1220 EVA-2082S 126 EVA-2082S 906 EVA-2082S 920 EVA-1151 D EVA-2151 D

50- 160

50Hz 35Hz 35Hz

104dB (3 modale ar,oy)
94 dB (whale spzce) 9748 (whale space)

45- 160

127 (wholo space) 133 (whnîe space)

Systen, Pawe, Hzrxdlzxg
(Continooso, P,ag,ant, 350,700,1400W 500, 1000, 2000W 1000, 2000, 4000W

Ptt al,)

Nornxtallntpedatce
16 0

6 0 4 0

Irtpat Connactrons PhoeniEa,oblook slyle screw le,memls Phoenie Ea,oblook Phoenix Euroblook

Frequency Range (-10 do) 40- 20.000Hz 39- 160 33-160

(Ncn,i,,H6 de) H
- 120 120 90 90 ornn,di,ect,orral oxnn,di,ectronzl

(No,na,al-6 dO) v. 20 6 20 onrnidzectional o,rrr,idi,eclio,raI

LFT,ansdxxce, 2x EVS2008 8-e,ch (203nvr) d,iaer DVX3I5SA 0VX3159A (X2)

HF Transo,.ce 4 0H2005 1 .25-inch (32rnnx) d xphtagrn coerpression dnae, sans natte

Crassove, Frequerrcy 1740 Hz
100 Hz aotrve 100Hz Oct,s0

Mininruro lnrpedance 12 0
6 ü 3 0

Encloso,e Malnca Bed, and prnz plywood bach plyncaod bach plyccood

041’ 16 GA Ga/rannea’, pawder-coaled; Pl Ve,s 0fl: stainless steel wilh hydrophob:c clxth

Saspension EVA gnd (sald separxtely)

Dirnensians (H rW tO) 512.2t 596.9x 369.1 ,,,nr 514.4x 596.9e 358.2 ,nn, 514,4s 596.9e 358.2 mm, 512.2s 596.9o 369.1 non 596.9t 596.9o 461.3 mm 757.4 t 596.9e 795.5cm

20.17x235c14.53in 20.25 o23.St 14.1 in 20.25 c23.5x 14,1 ie 2017o23.5t 14.53 in 23.5o23,5c18.l6in 31.0e23,5t31.32in

We:gnt Net 610 lbs(36.8 kg) 81.8 lbs (37.1 kg) 81.8 lbs (37.1 kg) 81.06e (36.8 kg) 89.1 6(40.4 kg) 17816(80.8 hg)
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EVU Ultracompact Systems Live for Sound

Bringing ultracompact design to the EV-lnnovation family
of installation loudspeakers, the EVU series shines in
applications including delay, under-balcony fili, front-filI,
wall mounting, and distributed audio. EVU loudspeakers
feature a rotatable constant-directivity waveguide that
provides truly uniform sound dispersion while allowing
the horizontal coverage pattern to be independent of

enclosure orientation. Sonically matched to complement
the other EV-Innovation products, EVU helps make EV
Innovation the industry’s most comprehensive and versatile
line of loudspeakers.
A 4th-order, 90 Hz high-pass filter is recommended for
use with all EVU loudspeakers.

Eeatures:
Sonically matched to all EV-lnnovation mes U-bracket included

• Sophisticated 1 8-dB-octave passive crossover/EQ networks • Optional 70 V and 100 V operation
• Asymmetrical enclosure for deal under-balcony and stage-lip aiming OmniMount®-compatible rear mounting points

Optional Neutrik Speakon® connectors Available in black or white (interior usa)
One 1 .3-inch (33 mm) diaphragm lcompression driver

EYI1-J062195 Ultracompact two-way with single 6.5-inch lOT woofer

• Ultracompact two-way with dual 6.5-inch woofers
• Ultra-high power handling for size: 160 W continuous
• Two 6.5-inch ICT-6.5-8 woofers
• 92 dB sensitivity

EVU-2O62L95UJtracomøact two-way with dual 6.5-inch lOT woofers

• Ultracompact S x 21 inch enclosure
• Ultra-high power handling for size: 300 W continuous
• High sensitivity: 94 dB (1 W / 1 m)
• Two 6.5-inch woofers
• Sophisticated 1 8-dB-octave passive crossover/EQ networks

22



Ei’ Live for Sound EVU Ultracompact Systems

EVU-1082/95 _jiltracompact two-way with single 8-inch ICT woofer

• Ultracompact 10 x 16 inch enciosure

• High power handling for size: 175 W continuous

• High sensitivity: 95 dB (1 W /1 m)

• One 8-inch ICT-8-8 woofer

EVU-2082195 UltracomDac two-wav with dual 8-inch lOT woofers

• Ultracompact 10 x 24 inch enciosure

• Ultra-high power handling for size: 350 W continuous

• High sensitivity: 95 dB (1 Wil m)

• Two 8-inch woofers

Freqaency Response (—10 99) 65-20,000 Ho’ 70-20.000 Hi 65-20.000 Ho’ 60-20.000 He’

Reconrrnended High-Pass Freqaency 90 Ho 90 Hz 95 Hz 90 Ho

Asiel Sensitraity (1 Wil rn) 92 96 94 96 95 dB 95 46

Maerrnrrr,r SPL (ccle.) Contirrrroas, Peak 114, 12095 119, 125 96 1 17. 12348 120, 126 dB

Wocegurde 6fl, o 6e., notatable 6 in. s 6 in, rolatable 6 in. c6 in, retatable 6 in_s 6 in., rotatable

Horizontal Cocerage 90’ 90’ 90’ 90’

VeO,cal coasrage 50’ 5W 5W 50’

Power Handling (Continueco, Peuk) 160, 640W’ 300, 1 200 W’ 175, 700W’ 350, 1400W’

LP Trar,sdacer One 6.5-inch (165 me,) IcT-6.5-8 woofer Two 6.5-inch (165 nnn) IcT-6.5-6 woofers One 9-inch (203 nee) ICT-8-8 weofer Two 8-inch (203 mmrr) ICT-8-8 woofems

HF Tranodacer One 1 .3-inch (33 mm) diaphragnr ICT-1 -8 One 1 .3-inch (33 rnnr) diephragmn ICT-l -5 One t .3-inch (33 rees) diaphregmn ICT-l -5 One 1 .3-inch (33 mm) daphregnr ICT-1 -5

cernpression drivem compressien dnver compression driver cempressron driver

Noeminal Impedance 8 0 8 0 8 0 8 0

Mi,- rnc.m-m lmnpndancn 6 0 6 0 6 0 6 0

Connectors .5-p n Phoer.re,’Euroblocl, sceew tenn,nals 4-pim Ptroenix./Earo’elock screw terminals 4-pin PtroenixiEuroblock screw terminals 4-pro PhoeneiEumoblocn ocrew term na:s

(ap to to AWG wire) (up to 10 AWG wire) (ap to 10 AWG wire) (ap to 10 AWG wire)

Ereloorire Mater,al 5-ply hardweod plywood 9-ply hordwood plywood g-ply hardwccd plywood 5-ply hamdwood plywood

Minimum tmpedance Teetured paint Testured paint Teetured palet Textumed paint

Color Black er wbite Black er white Black er white Black er wh,Ie

0911e, Standamd Vems.oes t 6-gaage steel vcith cloth behind 1 8-gaage steel witk cleth behind 1 8-gaage steel with oloth behirrd 1 8-goage steel with cloth behind

Saspension S,, M8 thmnaoed pointe S.s M8 threeoed pointo Sie MB tn-eadec peels Sie M8 threaded points

Dimensions (hwd) 209 mm e 370 mm, 207 mm 209 mm, 533 mme 207 mm 247 mme 409 mm, 237 rem 247 mm, 615 mme 237 mm

(8.21 in., 14,6 In., 8.I4rn.) (8.21 ie., 21.0 ie., 8.l4in.) )973rn,s 16.1 ie., 934w.) (9.73,n. e242in. e9.34rn.)

Net WeighI 6.53 kg (14.4 Ib) 11.3 kg (25.0 Ib) 7.40kg (1 6.3 Ib) 1 2.8 kg (26.3 Ib)

Shipping Werght 912kg (20.1 Ib) 14.2kg (31,2 Ib) 15.3kg (22.6 Ik) 16.0kg (35.2 Ik)

Freqvency Reepnnoe (—3 dB)r 110-16,000 Ho’ 100-16,000 Ho’ 110-16,000 Hz 100-16,000 Ho’

EVU-1 062/95 EVU-2062/95 EVU-1 082/95 EVU-2082/95

Half-space measurement.
EIA RS-426A (eight hours).
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EVI Van Intense Loudspeaker Systems Live for Sound

EVI provides a simple, economical solution for permanent
installations requiring even coverage over a fixed
rectangular area. In a typical room, the distance from
a front-mounted loudspeaker to the last row is two
or more times the distance to the front row, resulting
in a substantial front-to-back difference in level and

intelligibility. The Variable Intensity horn counters this
problem by increasing the sound sent to the back of
the room by six to eight dB, balancing SPL distribution
without the expense and complexity of additional systems
or components.

EVZ
• Variable Intensity horn for even coverage

Two-way, fuli-range loudspeaker
• High sensitivity

• Vented LF enciosure
• 1.25-inch HF driver with titanium diaphragm

PROTM Driver protection circuit
• Time PathT’ phasing plug
• Multi-angled housing
• Five 3/8-inch hanging points

EVI-15 15-inch two-way Variable Intensity IoudsQeaker

• Variable Intensity horn for even coverage PRO Driver protection circuit
• Two-way, fuli-range loudspeaker Time Path phasing plug
• High sensitivity Multi-angled housing

Vented LF enciosure Five 3/8-inch hanging points
1.25-inch HFdriverwith titanium diaphragm

EVI.28 Dijal einht-inch two-wav Variable lntenitv loudsoeaker

12-inch two-wav Variable lntensitv loudsceaker

• Ideal for reverberant spaces
Variable Intensity horn for even coverage

• Two-way, fulI-range loudspeaker
• Vented LF enclosure
• 1.25-inch HF driver with titanium diaphragm
• PR0’ Driver protection circuit

Time Path phasing plug
• Multi-angled housing
• Stacked, frequency-shaded woofers for

pattern control down to 500 Hz
• Three 3/8-inch hanging points
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Live for Sound EVI Van Intense Loudspeaker Systems

EVI Van Intense’ coverage pattern (3-2-1 Rule):
1f speaker mount-height = H, then coverage length = 3H, coverage width = 2H, and first row coverage = 1 H

Sensetnity (SPL 1 W/l er) 995 dB

Mae. SPL/l te (calc.) /29 d8

Power Handtirrg (Coetinaoas, Pech) 250, 1000W

50 - 20,000 Hz

129.5 dB

250, /000W

Freqaeecy Reseorise (-3 dB) 50- 20,000 Hc

EVI-12 EVI-15 EVI-28

100dB 93dB

60- 20.000 Hz

250, 1000W

/23.5 dB

Coverage, H eV 6Onn 70c lang lhrow, 11Oct 90e short threw 6DeC 55C 55C 65e

LF Transdacer 1 2-inch 1 5-inch Two 8-inch

HFTra,—.sdacn- l.25-nch DH3/2010A comer000ion driaer(1-:ncn neit) 1.25- nch DH3/2010A norr’presaion driaer (1-inch neit) 1.25-inch DH3/2010A cornpreosion dniner (1-inch eat)

Croseoaerfreqaency 2000Hz 2000Hz 2000Hz

Ncrnina’ ,rrpedance (rninimarn) 80 8 0

Input connections Screw terminal Screw terminal Screw terminal

. 554e 356 t 699 mm 584 c 429e 766 mm 353e 496e 523 mm
Dirrersicrrs (H t W al front tD) 21.8e 14e 27.5 in 23e /6.9e 30.2 in 13.9e 195e 20.6 in

.,

Net weight 21.8kg (48 lbs) 24.0 kg (53 Ibe) 163 kg (36 Ibe)
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Dual 3.5-inch two-wav surface-mount i ir[r

• Ultra-compact full range Elliptical weather-resistant ABS enclosure

• Ideal for restaurants, bars, patios, and retail Paintable black or white finish

• Vented LF enclosure Magnetically shielded for video applications

• 0.75-inch titanium diaphragm HF driver Strong-Arm Mount for easy, flexible aiming

with neodymium magnetic structure ‘T’ version for 70 or 100 V distributed systems

• Full-bandwidth overload protection (LF and HF)

EVID 4.2 Dus! 4—inch twn—wav surface—mount loudsoesker

• Compact full range

• Ideal for shopping malls, sports bars, and health clubs

• Vented LF enclosure

• 1-inch titanium diaphragm HF driver with

neodymium magnetic structure

• Coherent Coverage Waveguide

• Full-bandwidth overload protection (LF and HF)
• Elliptical weather-resistant ABS enclosure
• Paintable black or white finish
• Magnetically shielded for video applications

• Strong-Arm Mount for easy, flexible aiming

• “T version for 70 or 100 V distributed systems

12-inch surface-mount subwoofer

• Supplemental bass for indoor systems

• Ideal for sports bars, dance floors,

retail, and health clubs

• High-excursion woofer with dual voice

coil to accommodate L/R channels

• High sensitivity, high power-handling

• Crossed-over pass-thru for up to
four satellite speakers

• Trapezoidal shape for flexible placement
• Steel-reinforced cabinet with

mounting hardware included
• Paintable black or white finish

EVID Surface-MountSystems -- Live for Sound

EVID premium commercial loudspeakers bring best
in-class sonic characteristics and stunning high fidelity
to a broad range of installation applications inciuding
performance and sports venues, retail environments,
conference and meeting rooms, and hospitality settings
such as restaurants and bars. Available in both flush-mount

EVID 32

and surface-mount configurations, EVID loudspeakers
feature innovative designs that beautify not only the sound
of a room but also its looks. EVID 3.2, 4.2, and 6.2 models
are available in “T”-designated versions with internal 70 or
100 V line transformer. High power and high performance,
EVID is the superior solution to today’s installation needs.

• Compact full range

• Ideal for restaurants, bars, patios, and retail

• Vented LF enclosure

• 1-inch titanium diaphragm HF driver with

neodymium magnetic structure

• Coherent Coverage Waveguide

EVID 6.2
-

• Full-bandwidth overload protection (LF and HF)
Elliptical weather-resistant ABS enclosure

• Paintable black or white finish
• Magnetically shielded for video applications

• Strong-Arm Mount for easy, flexible aiming

“T” version for 70 or 100 V distributed systems

Dual 6-inch two-wav surface-mount loudsoeaker

EVED. 1.2.1
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EV Live for Sound EVID In-Wall Speaker Systems

EVIfl Flil 2 I-ini-TH 1-\AIç-1-\AWR\I fli eh-rr,ri int mi IHenrsoikr

• Shallow profile, ideal for tight wall or ceiling spaces

• Tuned passive radiator extends

bass, enhances performance

High quality 1-inch titanium dome tweeter

• FuIl-bandwidth overload protection

• 70 V, 100 V, and 8 ohms operation in the

same model for off-the-shelf versatility

Front-panel mode/wattage switch

• Fully-sealed enclosure provides superior

isolation to protect adjacent rooms

• Secure Phoenix-style pass-through connectors

for easy wiring and installation.

Four point “quick mounting” tabs for

fast attachment in any wall cavity

- Can-mounted transformer for enhanced rigidity

• Ribbed back can eliminates flexing

EVID FM 6.2

r.
6-inch two-way flush-mount IoudspkeL

• Shallow profile, ideal for tight wall or ceiling spaces

• Tuned passive radiator extends

bass, enhances performance

• High quality 1-inch titanium dome tweeter

• Full-bandwidth overload protection

• 70 V, 100 V, and 8 ohms operation in the

sarne model for off-the-shelf versatility

• Front-panel mode/wattage selector

Fully-sealed enclosure provides superior

isolation to protect adjacent rooms

• Secure Phoenix-style pass-through connectors

for easy wiring and installation.

Four point quick mounting” tabs for

fast attachment in any wall cavity

• Can-mounted transformer for enhanced rigidity

• Ribbed back can eliminates flexing

t

Freqoercy Rarrge (-10 46)

EVID 3.2 EVID 4.2 EVID 6.2 EVID 12.1 EVID M 4.2 EVID FM 6.2

85 — 20,000 Ho 65 — 20,000 Hz 62— 20,000 Ho 40— 140 Ho 52 - 20,000 Hz 52- 20,000 Hz

Sensrtrvtty (5PL, 1 W/l er) 87 dB 88 dB 9448 100 dB 87dB 90dB

Mao.0PL/lro(colc.) 112dB 115dB 122dB 126dB 110dB 115dB

Power Hondling (cont:noouo, Peak) 75,300W 100, 400W 150,600W 175,700W (pet ooit) 50,200W 75,300W

Tranelorneer tape 70V 5W 70V: 3.75W 70V 75W 70V: 1.75, 3.75, 7.5, 15,
70775 15 30 60W

(tranelor,nervers,on only) 100V 10W 70 V/100 V. 75, 15, 30W 70 V/100 ViS, 30,60W — 30W

covape, H eV l40e 10W 120e 8W I00eB0 — l5We 15W 120o 12W

LF T-or,sd’,,cer Two 3.5-inch Two 4-i,,ch Two 6-inch 1 2-,,ch
4-Vch p000rve 6’nch.oI,rs 6-de-, pasroce

HF Transdocer 0.75-,nch 1 -rnch 1 -rech — 1 -mde Çlitaniaoe doere) 1 -,rwh (T/aniunt don,e)

Neroinol ,nroeda,ce (‘,cr-t,ansiornre 8 22 8 f2 822 8 0 5 2) 522

Minrn,rr, nrpedanco (noo-trarrslorrner
622 6 0 6 0 6 0 — —

lepel co,,r,ections Sprirg terrn:nol Spr:ng terreir,aI Spirrg terre:r,oI 5p,ing terrn:rol 4-pir Phoerrie 4-pier Phoenie

D (H D(
2340127e l65seer 3100175e 216 ree, 41902280 298 nee,

412e584(atfront)o
350 188.3 095.6 flrflr

rn465 ere,)

rnertst000 e 0 rOet
9.20 5.1 e 6.5 er 12.2e6.9o 8.5 in 16.509011.75w,

16 25x23 0120
13.78e741e 3.760

3.85 nr(100 3rrr,,(

Not we,ght (mcl. rnounting brocket( 1.5 kg (3.3 Ibe) 3.5 Irg (85 Ibs( 5.3 kg (12 Ibs) 15.1 kg (40 Ibo) 6.39 Ibs (2.9 kg) 1279 bs (5.8 kg(
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n-y
Designed with both the contractor and listener in mmd,
EVID ceiling speakers are high-performance problem
solvers that deliver exceptional sound in even the most
challenging situations. From the compact power of the
C4.2 to the exclusive waveguide-coupled design of the
C8.2HC, each great-sounding EVID solution is uniquely

suited to handle installer needs across a specific range of
intended applications. Sonically superior and aesthetically
pleasing, every EVID ceiling model installs with ease and
provides lasting value. For commercial sound and life
safety installations across all venue types, EVID has the
ceiling covered.

EVID C4..2 4—inch twn—wAv cnxil ceilinn lnudneakr

/
• Designed for air-handling spaces

• Ported enclosure for extended bass response

• Waveguide-coupled 0.75-inch

titanium-coated tweeter

Full-bandwidth overload protection

• Integrated transformer for 70 V, 100 V, or 8 0 use

• Front-panel mode/wattage selector

Safe, easy installation with included

tile bridge and mounting ring
• White semi-gloss perforated grille
• Complete package, requires no

additional accessories

EVID CB.21C8..2LP 8-inch two-wav co<iaI ceilina mi itHcnoiIror

• Low-profile for rich sound in tight spaces

• Ported enclosure for extended bass response

• Waveguide-coupled 1-inch titanium-coated tweeter

• Full-bandwidth overload protection

• Integrated transformer for 70 V, 100 V, or 8 0 use

• Front-panel mode/wattage selector

• Safe, easy installation with included

tile bridge and mounting ring

• White semi-gloss perforated grille

Complete package, requires no

additional accessories

EVID 1R..2H( _,i,—l-i r_rri1rrl hAu-,—\A,/ ,‘rmviml r’ilir,r, lr-i

.•

t.

• Maximum fidelity and intelligibility for high ceilings

• Ported enclosure for extended bass response

• Waveguide-coupled 1-inch titanium-coated tweeter

• Full-bandwidth overload protection

• Integrated transformer for 70 V, 100 V, or 8 0 use

• Front-panel mode/wattage selector

- Safe, easy installation with included
tile bridge and mounting ring

• White semi-gloss perforated grille

• Complete package, requires no

additional accessories

EVID Ceiling Speaker Systems Live for Sound rEv
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10-inch high-power ceiling subwonfer

• Suppiemental LF for ceiling systems

• High-excursion woofer in ported

enciosure for eotended Iows

• Low pass network with overload protection

• Integrated transformer for 70 V, 100 V, or 8 0 use

• Front-panel mode/wattage selector

• Internally damped heavy-gauge steel enclosure

• Ssfe, easy installation with inciuded

the bridge and mounting ring

• White semi-gloss perforated grille

• Complete package, requires no
additional accessories

• 3/8-inch threaded-rod mount

points for open ceilings

• Safe, easy installation with inciuded

tile bridge and mounting ring

• Complete package, requires no

additional accessories

Senndicity )5PL, 1 W § 1 m) 86 dB 91 49 93 dB 9445 10049

Pcwnr Handl,ng (5 0) 60 W (cvndcad prctectnd) 100W )ccerlcad nrctnctnd) 100W )cvcrlcao pmlnclnd) 150W 100W

cccerage Pallern 13W ccnical 11W cnnical 7W cenical)@ cl kHa) 16W 6W acerage

‘Dans/arme, Pcwnr Tapn
V cnly), 3 75, 75, 15, 1.66(700 c&y), 315, 7.5, 15,

7,5)700 enig), IS, 30, 60W 7.5 (700 enig), 16, 30, 60W
6, 16, 32, 64W 650

LF Trensdacer 4-inch pclyprcpylenn ccnn 6-inch pclyprcpylene cone
6-iirpdp1iione cnne

10-Inch pciyprcpylene cone 12-inch SOlO 920-80 (cnae)

6F Tracaducer
015-inch (19 mm) Ti Mylar Lami- 1-inch (25 mm) Ti Mylar Laminatn 1-inch (25 mm) 11 Mylar Laminctn

— 1 -inch (25 mm) ccan

Inputccntiguratinn 60,700,100V 60,700, 100V 60, 70V, 100V 60,700,100V 90/70V? 1000

F1 D
176e 181 mm 178e 270, 255 c 270 mm 303 n320 mm 303c320mm 333n414mm

imnnnicns) c ‘amntnr)
0.93 c 7.13 in 7.01 n 10.65,10.04e 10.63 in 11.99 cl 260 in 11.99 n 1 2.60 in 13.16 n 16.3 in

Weighl 21 hg (6.0 Ibo.) 0.0 hg (11.016s,) 6.0 bg (1 3.2 Ibn.) 7,0kg (15.4 lbc.) 12.3kg (27.12 lbs.)

. . Pc0n4 ccbinnt, internally demped

Accuntic Design Per/ed cabinnt, inlnrnally dempnd, lwc-wey )pcnniun crcsscunr icciuded)
Duel pc4cd cabinet, inlnrce[ly

lwc-wey (pcnniun crcssnunr
p iccludnd)

cabinnt ccnsoucrcn Steel enciesure and UL94V-0 rated boOm and heenl

Mc_ntirg Sysrn-n Irlneretnd S-Wint eguic urchers

Onmin Censtnrucrrmn Pcwdnr-ccatnd steel

Aua able ce’ern Whiln )naicracln nurtace)

rbv Live for Sound EVID Ceiling Speaker Systems

EVI D .C1D..1

EVID C12..2 12-inch twn-wav coaxial ceilinci loudsceaker

• FulI-range power for high ceihings, large spaces

• High sensitivify, high power-handhing

• Integrated transformer with automatic

saturation compensation for distortion

free 70V, 100V, or 80 use

• Front-panel mode/wattage sehector

• White semi-gloss perforated grille

• Heaoy-gauge steel enclosure in black

Frnquency Racgn )-io 48) 65-20,0006e 50-20,000 He 50- 20,000 -le 45-160 He 60- 20,000 He
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Delivering high performance in an ultra-compact
package, the S series is ideal for both distributed
and near-field applications requiring high-quality
sound. The two-way short-throw system is housed
in an optimally vented, high-impact polystyrene
enciosure that is suited for installation both
indoors and out. Lows are handled by a 5.25-
inch direct-radiating woofer with a polypropylene
cone, while the high-frequency section is a

Ideal for both distributed and

near-field appilcations

• Designed for indoor and outdoor use

• Direct-radiating polypropylene-cone woofer

• 1 -inch ferrofluid-cooled soft-dome tweeter

• High power-handling, ultra-linear

frequency response

one-inch direct-radiating soft-dome tweeter that
is ferrofluid cooled. Built-in automatic power
limiting independently protects each driver from
unsafe transients. With mounting options that are
flesible enough for virtually any application, the
S series is perfect for anything from background
and foreground music in restaurants and clubs
to near-field monitoring in control rooms and
broadcast studios.

- Vented trapezoidal enclosure of

high-impact polystyrene

• Passive crossover with power protection

for both woofer and tweeter
• OmniMount®-compatible 0.25

inch suspension points (2)

This speaker remains one of our most popular
choices for speech reinforcement, for under
balcony and on-waIl locations in permanent
installations, and as a high-quality monitor
system. Dual 8” drivers in a tuned enclosure are
matched to a 1” titanium compression driver with

• Ultra-compact LF-optimized vented enclosure

1-inch H F driver on Constant-directivity horn

100° H x 100° V coverage pattern

• Low-profile slanted design

a 100° x 100° Constant Directivity horn.
The FRI-2082 comes with a mounting bracket
for horizontal or vertical orientation, while the
FRI-28LPM has non-skid rubber mounting feet
to make it more appropriate for stage monitoring.

Versatile 45° aiming angle for under-balcony,

on-wall, and stage monitoring applications

• Mounting bracket included (FRi-2082 only)

• Two 3/8-inch suspension points

FRI-2082/2BLPM

Freqoency Respcnse (-3dB) 75— 20000 Hz

Specialty Loudspeakers Live for Sound

S-40 LJItracnrnnct 5.25-inch two-wav fuII-ranae loudsceaker

FRi-2082128LPM Dual 8-inch two-wav fuII—ranae Ioudsoeaker

!.

Freqoency Rnnponne (+1- 3 49) 65— 20,000 Ho

SenOrtraity (OPL, 1 W @ t rn) 85 dB

Man. SPLI1nr (caic) 113dB

Power hzndlrrrg (Long-lnrrn, Short-Ierrnr) 120.640W

coaerage, H n V 100’ a 100’

Direotro.ty Index 9848 (*3.61-3.6 dB). 2 — 20000 Ho

LF Trarrodocor 5.25-inch

HF Trndooer 1 -inch xafldome

crossover frequencies 3,503 Ho

NomrnI urnpedzeoe (lom Z versiorr) 4 (2

Minrrnurn irnpndance (low Z uerxion) 3.7 (2

Input oonnectrons Spnin9 tern,ie.i

Doneosrons (H Wol frory nO) 245 178 150 mm
9.8, 7 5.9 in

Nef Weoghi (rncioding rnomonling bracket) 26 kg (5.7 Iks.)

Freqaency Ran9e (-10 dB) 55— 16,000Hz

Reccmmnnnded Hrgh-Pass Frequency 50 Ho (12 dB/octnue)

Asri Sensitivrty, Bramp (SPL, t W 1 rn) 93 48

Man. SPL /1 mm, (caic), lui: spacn 122 dO

Power Ha’mdIrn. Braerp (Cantimsaoas, Peak) 200, 800W

Counragn )nomnrnal -6 46), H aV 100,0 100’ (conot.-dir. bor)

LF Tranraducer Two 6-e,ch (203 non)

HF Trar.oduce- 1 -incn (25 mm) compression dricer

Crossoaer Freq000roy 2,800 Ha

Nominal i.npodance (Biamp) 8 0

Input Con-mectrons Barden strip

(2 n,ens’onx (H x Wat front o D) 222 620 n 356 mm
8.75 24 5 14 mm

Net Wmg’ml 18.259 (40 kas.)



Concert Monitors

Our top-of-the-line floor monitors, originally designed as
part of the X-Array touring line.

• Two-way, high-output design
Vented LF enclosure

• Two symmetrical 55° enclosure angles

• Ultracompact for all-size stages

3-inch ND6-1 6 titanium/neodymium HF compression driver

)(112A_J2-inch two-way floor monitor

• DL1 2ST woofer with

Ring-Mode Decoupling

for vocal clarity

• Rigid vented enclosure

for eotended LF

• 600 x 550 Constant-directivity horn

•
550 stage monitor angle

• Rigid vented enclosure for extended LF

Neutrik Speakon® paralleled pass-through

connectors on each end

• Two integrated handles

• Textured black finish

Xw15A 15-inch two-way floor monitor

• EVX1 55 woofer with

4-inch voice coil

• 3-inch ND6-1 6 titanium/

neodymium HF

compression driver

• Rugged 1 3-ply birch cabiriet

Tour X Monitors

TXII22FM - 12-inch two-way fuDrnQe floor monitor

• Compact with high output

Ideal for small-to-medium stages

• Signal Synchronized Transducersne

for woofer/tweeter alignment

• Low-distortion SMX21 20 woofer

with fully symmetric drive

• 1.25-inch DH3/20l0Atitanium

HF compressiofl driver

TX1152FM 15-inch two—wav fuli-ranoe floor monitor

• Constant-directivity 90° H x 500 V horn

Integrated 24 dBloctave crossover

with HF protection

99 dB sensitivity, 132 dB maximum SPL

• Power handling: 500 W continuous, 2000 W peak

• Braced plywood/MDF enclosure

• Black EVCoatne finish

Compact with high output

Ideal for small-to-medium stages

• Signal Synchronized Transducers’°

for woofer/tweeter alignment

• Ultra low-distortion SMX21 51 woofer

with fully symmetric drive

1.25-inch DH3/2010A titanium

HF compression driver

- Constant-directivity 90° H x 500 V horn

• Integrated 24 dB/octave crossover

with HF protection

• 100 dB sensitivity. 133 dB maximum SPL

• Power handling: 500 W continuous, 2000 W peak

• Braced plywood/MDF enclosure

Black EVCoatT°finish

Fregoency Response (-3 dB) 65-16,000Hz

Ey Live for Sound Monitors

Xw12A Xw15A

55 - 18,000 Ho Speaker Type

TX1122 TX1152

Fail-range Fali-renge

Recornnsor.zed H ah-Pass Syslern coitroller de;ermned Syslem ce,t,o’!er delernnined

Frequency

Saai Seneitiuity (5PL, 1 W @ 1 96/11006 99/11006

rn), LF/HF

Mao. SPL @ 1 ,n (coic.), lui space, 129/135 46 133/135dB

LF/HF

Long-Term Power Haodiyrg, LF/HF 300/75 W 600/75W

Short-Tern, Power Handhng (peak). 1200/300 W 2400/300W

LF/HF

Cacerage (norrsinl -6 46) H a ve 5W z 8W (Coast.-dr. hans) 5W a 8W (Conet.-d,r bonn)

Direcliity Iridee 11.606 (*2 3/-2.l dB) 1,200 - 11.6dB (*3.0/3.6dB) 1,200 -

16,000 Ho 16,000 Ho

LF woofer (treneducer) 1 2-inch (DL1 2ST) 1 5-inch (EV0-l 55)

HF throat diorr,nlar (trarsducer) 1.4-inch (ND6’l 6) / ,4*ach (NOS-is)

Cossover Frequencies Factory preset Factory preset

Nonrirral lmpndarrce, LF/HF 80/160 80/16 0

Minierurn lnrpedance, LF/HF 8.20/1060 720)14.30

Inpul conneclions 2 four-pin Speakon 2 four-pin Speakon

Dirnensions in hoor pcsition (H e W 534x449e 313 rnnr 644 e452z 340 mm

al front o 0) 23 t 7.2 e 122 in 25.40 18e 13.4 in

Net Weight 21.9kg (46 lbs.) 28.4kg (625 lbs.)

Freq,reacy Resoonse (-3 dB) 60- 20,000 Hz 55 - 20,000 Ho

Freqaency Renge (-10 dB( 45- 20,000 Ho 40- 20,000 Ho

Sensilivity (SPL, 1 W/f in) 57 dO 00 dB

Mao, SPL/irn (cola) 13006 133 dB

Syolern Power Hondling (Con- 500, 2000W 500, 2000W

t nucus, Peak)

Cooerage(Norninal ‘6 eB) 9W H e 5W V 60e e 40e roteteble

LF T,onsdr,cer 1 2-ach SMX21 20 15incn SMX2151

HF Transdacer 1 .25-inch DH3/2010A 1 .25-inch 0H3/2010A

Internal Crossover Yes Vee

Croseover Frequency 1 750 Ho 1 650 Ho

No,ninal lrnpedance (Pessive) 8 0 8 0

Mirrirn,rnr lrnpedance 5.4 0 5.6 0

Inpat conneclions Parallel NeatrikO’ NL4 Parallel NeurrikO. NL4

Esrrlcsi.re Mans, a eyw000 and MOF with EVCOAT Plynsood and MDF wrIk EVCOAT

Flyirrg Suspenision Siz 3/B’inch threadod innerts (6) 3/6-inch threaded innerio

Oirnensioes (H eW eD) 616S 382e 380 ere, 776e 446e 446 trim
24.25o16,04o14,86in 30,55o17,56e17.S6iri

Wnight Net 44,53 lbs (20.2 kg) 61.25 Iba (27.8 kg)
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Designed for top-notch quality with amazing versatility, the
ZX/ZXA series sets a new standard of performance and
practicality in sound reinforcement loudspeakers. Featuring
high-end components and lightweight molded enciosures,
the ZX/ZXA line is at home in any installed or portable
application, from commercial sound to clubs, HOW,
stages, arenas, and stadiums. Newly-designed high-
power woofers and drivers ensure fulI-range sound with

• Smooth, wide frequency response
• Ideal for mains, filis, or monitors
• Velocity-compensated port for exceptional LF
• Long-excursion weather-treated EV8L woofer
• 1.25-inch DH2005titanium HFcompression driver
• Rotatable 900 x 50° horn for flexible coverage
• Passive crossover with full-band overload protection

awesome richness and clarity. Sleek contemporary styling
fits in anywhere. Light weight makes transport easy while
enabling a multitude of flying and mounting options that
are each supported by innovative mechanical solutions.
Whether for portable use or permanent installation, the
ZX/ZXA series represents the next level in advanced
loudspeaker technology.

• High sensitivity, 123 dB maximum SPL
• Power handling: 200 W continuous, 800 W peak
• Water-resistant high-impact polypropylene enciosure
• Compact monitor-friendly wedge shape

Integrated pole mount adapter and pocket handle
Metric mounting inserts (4)

• Available in black er white

lndoor/outdoor design
• deal for installed mains, fills, or distributed sound
• Velocity-compensated port for exceptional LF
• Long-excursion weather-treated EV8L woofer
• 1.25-inch DH2005 titanium HF compression driver
• Choice of 90° x 50° Dr 100° x 100° rotatable horn
• Passive crossover with full-band overload protection
• Integrated transformer with automatic saturation

compensation for distortion-free 70 or 100 V use
High sensitivity, 1 23 dB maximum SPL

• Power handling: 200 W continuous, 800 W peak
• Compact water-resistant high-impact

polypropylene enclosure

Integrated QuickSAM°’ heavy-duty
Strong-Arm Mounting bracket

• Metric mounting inserts (4)
• Paintable black or white finish
• Power handling: 200 W continuous, 800 W peak
• Compact water- and impact

resistant composite enclosure
• Integrated QuickSAM° heavy-duty

Strong-Arm Mounting bracket
• Metric mounting inserts (4)
• Paintable black or white finish

• Powered ZX1, ideal for portable and monitor use
• Integrated 800 W 2-channel (biamp) amplifier
• Long-excursion weather-treated EV8L woofer
• 1.25-inch DH2005 titanium HF compression driver
• Rotatable 90° x 50° horn for flexible coverage
• Steep crossover slopes and transducer protection
• 123 dB maximum SPL

Microphone and line level inputs
Switchable high-pass filter for use with subwoofer

• Compact wedge-shape enclosure of
lightweight impact-resistant polystyrene

• Integrated pole mount adapter and pocket handle
• #8-32 suspension points (4) for installation
• Available in black or white

8-inch two-wav fuli-rancie comQosite loudscieaker

zx1 i 8-inch two-wav fulI-rançie indoor/outdoor loudscieaker

ZXAL-90 Powered 8—inch two—wav fulI-rancte loudsoeaker
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Live for Sound ZXIZXA

• Versatile performance for mains, fills, or monitors Water-resistant high-impact

• DVX31 21 500 W woofer with forced-air cooling polypropylene enciosure

• 2-inch ND2 titanium/neodymium HF driver Compact monitor-friendly wedge shape

• Passive crossover Up to four anchor-plate attachments

• Choice of 90° x 50° or 60° x 60° coverage horn M8 mounting inserts (7)

• High sensitivity, 131 dB maximum SPL Integrated handle

• Power handling: 600 W continuous, 2400 W peak Available in black and white

_______

15-inch tworway fuil-range louclspeeker

• Perfect for portable mains and monitors Lightweight high-impact polypropylene enciosure

• EVS1 5-SF woofer • Wedge shape for monitors at 45° or 55°

• 1.25-inch DH3/2010A titanium HF driver • Integrated pole mount adapter and pocket handle

• Passive crossover • Mounting via attachment plates or eyebolts

• 90° x 50° coverage horn • Black finish

High sensitivity, 132 dB maximum SPL

• Power handling: 400 W continuous, 1600 W peak

Ali-weather 15—inch twn—way fuII—rnnpe lot iripeker

• Versatile performance for mains, fills, or monitors

• DVX31 51 500 W woofer with forced-air cooling

• 2-inch ND2 titanium/neodymium HF driver

• Switchable biamp or passive crossover operation

• Choice of 90° x 50° or 60° x 60° coverage horn

• High sensitivity, 132 dB maximum SPL

Power handling: 600 W continuous, 2400 W peak

.- —J

• Ideal for both portable and installation usa • PowerCon connector with slave through

• Integrated 2-channel amplifier, 1000W LF, 250 W HF Compact enclosure of high-impact polypropylene

• DVX31 51 500 W woofer with forced-air cooling • Wedge shape for monitors af 45° or 55°

• 2-inch ND2 titanium/neodyrnium HF driver Integrated handle

• 90° x 50° coverage horn Up to five anchor-plate attachments

High sensitivity, 133 dB maximum SPL • M8 mounting inserts (10)

• Switchable high-pass filter for use with subwoofer Available in black or white

ZXA tSI.J_._J2” Powered St ihwoofer

1 5mm Plywood Enclosure, Internally • Pole Mount for Fuli-Range Systems

Braced, with Textured Paint • Dual XLR Inputs and Outputs

EVS-1 2S 305mm (1 2’) Woofer for Switchable EO Modes for Different Applications

Powerful, Engaging Baas Response LED indicators for Power On and Limit

Class D Lightweight Arnplifier

ZX3 All-wether 12-inch two—wv fi ill-rnnne bi idneeker

ZX4 --

1
zx

ZX&5

• Compact highly weather-resistant enclosure

of high-impact polypropylene

• Wedge shape for monitors af 45° or 55°

• Up to five anchor-plate attachments

• M8 mounting inserts (10)

Integrated handle

• Available in black or white

Pt-AnrH 1F’S-ir-H f ill-rnr-im li iHLrr
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ZXIZXA Live for Sound [Elf

0009 60- 20,000Hz 60- 20,000Hz 58- 15,000Hz 60- 20,000Hz 59- 18,000Hz
zangem(

(lcll
59-18,000Hz 53-93 Hz’

FrequencyRange
48-20000Hz 48-20000Hz 48-20000Hz 42-20000Hz 39-20000Hz 48-20,000Hz)lull-

50-20000Hz 44- 118Hz’

Onnnlivily (0PL, 1
0440 0440 9746 100 dB 9846 — — —

:Pu1m 12346 12348 13148 13245 13248 12348 13348

(conlinaccn.Peac)
200.800W 200.800W 500,2400W 400,1500W 800, 2400 VJ — — 700W

Caverane . 90* a 50* ralalable 90* H z 50* V 90* H c 50* V -
, 90* H x 50* V

(Ncmin;l -6 48)
80 z 50 rztzrazle 105* n 100* rnlalable 60* H x 60* v 90 H n 50 V 80* H a 60* V

90 X aO rnlzlab.e
H 60* Omnia,recl anal

LFTranzdcczr 8-,nch EV8L 8-inch 6V8L 12-irch DVX2121 15-inch EVO15-SF 15-inch DV03150 9- nch EV8L IS cm-, DVO3150
(1)005-120. 300mm

HF Trznsdvcnr 1 .25-inch 0H2005 1 25-inch 0H2005 2-inch N02 1 .25-inch 0H3t2010M, 2-inch N02 1.25-inch 0H2005 2 incn N02 —

Rncammnndnd
40 Hz 40 Hz 50 Hz 42 Hz 36 Hz 58 Hz OOHIbl) —

ance(Panerze( 80 80 80 - - -

OLR and TRO Camha;
Inpul Cannzctiann P4iatelNnulrik t) NL4

4-pin Phaeniz 2au0 caba
Panatel Neulnik NL4 Parallel Nautnib NL4 XLRwilh Indnpnndnnl OLR (2) YLR Olerec Input

Inlemal C,cnncvcr Yes Yes Yen Yen
Swichablnbarnp xc — —

Crannacen
1.7kHz 1.7kHz 2kHz 1500Hz 1500Hz 1800Hz 1500Hz 100HzFrequnncy

Z” so 60 620 6.50 6.50 — — —

AmpplierPawnn — — — —

— 800W 1250W 800W

120V. 90V-132c, 1.0
Pawen Rngaire- — — 120V: 55V - 132V, 50-60 Ha, 065 5, 50-60Hz
ment — — — 2305:1 90V - 284V, 50-60 Hz, 0.45 220V. 1 90V-284V,

0.85, 50-80Hz

Enclanurn Malarial High Impact Palyntyrznn
—

Cru1 Palyenler Pawder Caated, 1805 Gzhzanized Steel 1605 Steel with Blacb

P.ying Nc Ynn Yen Yen Ynn Nc Yen lntnrnailrkraced
plyznaaa

Outdaar Na Yen Yen Na Yen Na Nn Na

Calar Back 8!ack, whiln Slacc, wh ie 8lack Blacc. whha Bach Blach, wbilz 5!zcb

ee;;
niO.SBin n1035in 24.14n1564n

mm mm 1 mm

un
2724c17.58n

1 mm i:: n

Waighi Net 1852 hc (8.4 bg) 1 9.52 ha (8.4 bg) 43.65 lbn (19.8 kg) 44.53 1hz (20.2 bg) 22.11.02 ha (5 kg) 19 1hz (9.82 bg) 50.49 bn (22.9 ho) 48.0 1hz (20.9 kg)

Halt-Space
2 Typucal maximum SPL valse al one meter over the asable (requeccy runga, measuned wulh a pick-noise bcrsl stgnal, ustcg inlernal nignal proccosing and amplihen drices lo peak calpul.

FcIl-raege, pawered manitarn. zawered npezkern,
twa-wzy. wedaen
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5
-LZ / -

it’s no wonder that the SX!SXA series inciudes some
of the most popular loudspeaker designs in history.
Available in both externally-powered and self-powered
versions, SX!SXA loudspeakers offer the tour-proven
performance and rehability for which EV is known. A
versatile range of speaker configurations and hghtweight
enciosures covers apprcations in commercial sound!
life safety, pro music, club sound, and performance and
sports venues. In hve performance, the SX!SXA line can

handle tasks such as front-of-house, side filis, delay mes,
or stage monitors. For installed sound, easy mounting
and multiple weather-ready versions provide flexible
system configuration for both indoor and outdoor venues.
With high power-handling, great coverage, and smooth,
consistent frequency response, cost-effective SX!SXA
loudspeakers are the hard-working, easy-setup solution to
your installation and portable system needs.

SxlOO+

Sx300E.

12-inch two-way fuli-range loudspeaker

• Compact, portable sound reinforcement Power handling: 200 W continuous, 800 W peak

• Ideal for live sound, speech, DJ, AV, institutional use Ring-Mode Decoupling (RMDT°)

• 1 .25-inch DH3/2010A titanium for increased intelligibility

HF compression driver Trapezoidal black or white copolymer enclosure

• 65° x 65° Constant-directivity Varipath° horn Integral monitor stand, pole mount, rigging points

High efficiency, 127 db maximum SPL

12-inch two-way fuil-range loudspeaker

• Compact, portable sound reinforcement Power handling: 300 W continuous, 1 200 W peak

• Designed for use alone or in arrays • Duel Neutrik Speakon® high-current connectors

Cast-frame DL1 2BFH woofer Trapezoidal black er white polypropylene enclosure

• 1 -inch DH3/2010A titanium HF compression driver Rubber feet and mating sockets for stacking

• 65° x 65° Constant-directivity Varipath° horn Integral handles, pole mount

Ring-Mode Decoupling (RMDT°)

for increased intelligibility
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- Sx300 performance with enhanced

weather-resistance

• PIX version has multi-tap transformer

for 70 or 100 V

• Ideal for installation, alone or in arrays
• 1-inch DH3/2010A titanium HF compression driver

• 65° x 65° Constant-directivity VaripathT°horn

• Ring-Mode Decoupling (RMDTM)

for increased intelligibility

• Power handling: 300 W continuous, 1 200 W peak

• Neutrik Speakon® (Pl) or Phoenix (PIX) connectors

Trapezoidal enclosure of high-impact polypropylene

• Rubber feet and mating sockets for stacking

• Integral handles, pole socket, suspension points

• Available in black or white

flflIX \A/ fHr-rcimrt di il-lmrr,t fi ilI-rmr,cu lrid

• High output with exceptional outdoor performance
Ideal for arenas, stadiums, and race tracks

- 600 W multi-tap transformer (PIX
only) for 70 or 100V use

• High intelligibility at high SPL (139 dB max)

• Gast-frame 1 2-inch DL1 2BFH woofer

• Neodymium-based 12-inch ND1 2A mid-driver

- 2-inch DH2T titanium HF compression driver

• Sbl 22 performance with enhanced
weather-resistance

• Internal transformer (PIX only) for 70.7 V usa

• Low-pass filter for parallel connection

without added amp

• Large vent for enhanced LF output
Gast-frame EVS1 2SB long-excursion woofer

• 65° x 65° Gonstant-directivity VaripathT°horn

• Very high sensitivity (105dB 1 Wil m)

• Power handling (Pl): 600 W

continuous, 2400 W peak

• Lightweight trapezoidal polypropylene enclosure

• SuperSAM°’ mounting system

adjusts 60°Vand 180° H

• Power handling: 400 W continuous, 1600 W peak

• Parallel Neutrik Speakon high

current input connectors

• Strong, composite trapezoidal enclosure

• Pole mount on top for pairing with Sx80 or Zxl

Integral handle

• Available in black or white

SXISXA Live for Sound

SxEOflPL SxflflPIX \A/tHr-ricdnt 19-ir,nH h,vri-w, fi ill-rnnn lr,i

VVeather-resistant verv cornoact 12—inch subwoofer
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Live for Sound SXISXA

SxlOo + Sx300 (all) Sx600 (all) SB122 (all)

70-16,000Hz 43-200Hz

Recnnrmanded High-Pass Frequency --- —- go I-lz 40 Hz (12 d9lncfaae)

deal Onncifiaily, Biamp (0PL, 1 W @ 1 m( 96 dO 99 dO 105 de 99 do (half space(

Man. 0PL @ 1 m (calc.(, full space 127 dO J’1331° 13949 131 49 (half cpace(

Power Handling (Lnng-lnrm, Ohnrl-lerm(, 200, 600 W 300, 1200W 600, 2400W 400, 1600W

Canerage (caminal -6 dB( H eV 60eX 6W (Cnnet-dir. hann( 6We 6W (Cans.-dir hnrn( 6W neW (Canst.-dir. harn( eseenfially aernr

Direnf:u,ty liden (900- 16000 Hz( 1 1.1 49 (+2,41-4.1 dO( 11.1 dO (+2.41-4.1 dB( 11.349 —

LF Transdnners 1 2-inch 1 2-nnh DL1 2OFH
n9c,h I2L1 2OFH (LP(, ene 1 2-inch

1 2-inch EV0I 2

HF Tranadunnr 1 .20-inch DH312010A 1.20-inch 0H312010A 2-inch DH2T —

Craccanar Freqaancien 1900 Hz 1900 Ha 1800Hz 160 Hz

Naminal Impadanna (nan-lrancfnrmer( 9 0 90 4 0 6 0

Minimum Impedance (nan-lranslamner( 5.6 0 5.00 3.0 0 6.00

Input Cannecrinne een aheca 2 facr-nin Opea’can OJO cebie/gland nut 2 Inur-pin Oceahnn

. . 066n429r312mm 090a429a312mm 1163n429z312mm 596e429n212mm
Drereesicen (H aW 41 frnntn 12( 23.07e 16.99e 12.26 ie 23.07e 16.69e 1226 ie 40.79e 16.99e 12,295 22.07e 1699e 1229 in

Net Wnight b&( 26.3 hg (so lbc.( 14.6 hg (32 16e.(

Pnequenay Range (-10 dO( 60 - 20.000 Hz 00- 20 .000 Hz
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Phoenix represents the rebirth of Manifold Technology.

Designed for tremendous SPL and sonic head room, as

well as ease of transport and set-up, Phoenix fills the

needs of the live sound PA professional who finds that

X-Array is just too much and Rx is not enough. The high

output performance of Phoenix has been optimized to

• Dual ND2 2’ Voice Coil, 1” Exit

Neodymium Compression Drivers

Dual DVX3121 12.LFTransducers

with Forced Air Cooling

• Long-Throw 45° x 30° Rotatable Coverage Pattern

• 1000W Continuous (4000W

Peak) Power Handling

• Biamp Operation

• Very High Sensitivity, 138 dB max. SPL

• Integral Rigging Points for Eyebolts

or Optional Rigging Kit

• Designed for horizontal arrays

of two or three cabinets

PX2152 High output dual 15” two-way

- Dual ND2 2” Voice Coil, 1” Exit

Neodymium Compression Drivers

• Dual DVX31 50 1 5.LF Transducers

with Forced Air Cooling

• High Sensitivity, 136 dB maximum SPL

• 60° x 45° Rotatable Coverage Pattern

• 1200W Continuous (4800W

Peak) Power Handling

• Passive/Biamp Selectable

• Integral Points for eyebolts or optional Rigging Kit

Arrayable

PX81 liih output dual 18 subwoofer

Dual Horn-Loaded DVX31 80 18” LF

Transducers with Forced Air Cooling

• 1000W Continuous (4000W

Peak) Power Handling

• High-Efficiency Sub-ScoopTM Design

• Dual/Parallel Mode Selectable

• Very High Sensitivity, 141 dB max. SPL

• Integral Mounting Points on Rear Panel

for Optional Wheel/Caster Kit

• Enciosure is Stackable in Both

Horizontal and Vertical Orientations

Phoenix Live for Sound V

PX2122

reproduce rock, pop, and dance music. Using dual, ND2,

neodymium compression drivers on a manifold horn and

state-of-the-art DVX woofers, Phoenix loudspeakers can

perform ouder and longer with less stress on system

components.

Hioh outøut dual 12” two-wav
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V Live for Sound Phoenix

PXI122M High output 12” two-way monitor

• Dual ND2 2’ Voice Coil, 1” Exit

Neodymium Compression Drivers

• VX31 211 2.LF Transducer with Forced Air Cooling

• Very High Sensitivity, 132 dB(PX1 1 22M)

/ 134 dB(PX1 1 52M) max. SPL

• Ultra-Compact, Low Profile, Multipurpose Design

90° x 45° Coverage Pattern

600W Cont. (2400W Peak) Power Handling

• Passive/Biamp Selectable

• Integral Rigging Point for PX

SAM Strong Arm & Pola

• Mount for Tripod Use

PX 11 2M Hich outout 15” two-wav monitor

• Dual ND2 2’ Voice Coil, 1” Exit

Neodymium Compression Drivers

• VX31 51 1 5.LF Transducer with Forced Air Cooling

• Very High Sensitivity, 132 dB(PX1 1 22M)

/ 134 dB(PX1 1 52M) max. SPL

Ultra-Compact, Low Profile, Multipurpose Design

- 90° x 45° Coverage Pattern

• 600W Cont. (2400W Peak) Power Handling

• Passive/Biamp Selectable
• Integral Rigging Point for PX

SAM Strong Arm & Pole

Mount for Tripod Use

50 Ho - 19kHzF,eqoeecy Range (-10 dB) 60 l-tz-19 kHo

Renorrnneeded High-Pass 80 Hz (12 dBlOct.)
Frequency

Az,aI Senstrorty 5PL 1 Wil nr 10248

50 1-to - 19 kilo

40 Ho (12 46/Oor.)

PX2122 PX2152 PX2181 PX1122M PX1152M

40 Ho - 180 Ho

99 dB

55 Hz- 19 5Hz

105 45

32 Ho (12 4B/0c1.) 50 Ho (12 dB/Oro.) 45 Hz (12 4B/Oct.)

9848 100 45

Mee SPL /1 er (caic,), kril spece 13849 136 dB 141 48 13248 134 dB

LF Power Hardlir,g (Pacerve) —— 1200W Goot. / 4,800W Peok —— 600W con,. /2,400W Peok 600W con,. 1 2,400 W Peak

LF Power HandI,ng (Banrp) 1000W Goot. 14,000W Peak 1000W con,,! 4,000W Peak 1000W Cont. / 4,000 W Peak 500W Corrt. / 2,000W Peak Peek 500W Cont. /2,000W Peak

HF Power Harding (Sawp( 80 w con,. i 320W Peok 80W Cor,t. /320W Peuk —— 80 W Gort. /320W Peak 80 W Cont, 1320W Peak

Coverage (noerinal -6 45) We V 30” (or 45”) 0450(0, 30”) 60” (or 45”) o 45” (or 60”) Onrnidireotionol 90” z 45” 80” z 45”

LFt,enoduoer 2o12”DVX3121 2z15”DV03150 2n18”DVX3IS0 1 o12”DVX3121 1 e12”DVX315I

HF trensducer 2o 2” ND2-1 6 2e 2” N02-1 6 — 2o T ND2-t 6 2e T N02-1 6

Crosnover Frequeecies 1600 Hz 1,900 Ho 80 Ho- 125 Ho 00 Hz- 125 Ho 1,600 Ho 80 Ho - 125 Ho

LF lerpedaeoe 4 0 Noerreal 40 Nonr,eal 4 0 Nominal 5 0 Noerinal 80 Nozoinol

HF lrnpedance 8 0 Noerina! 8 0 Non/eo! —— 8 0 Nonv,nal 8 0 Norninal

opel Gonnec roes Neutnk Sçzeakon NL,4’n Neulrrk Speakoe NL4’n Neutr,k Speakon NL4’n Neutr,k Opeakon N’L4’s Nnurr,k Speokoe NL4’o

Enc!osvre Materiol 18 nrc, Plywood with 8VGoat’” 18 nnn Plywood with EVCoat° 18 ere, Ptywood w,th EVCoat” 18 ere, Plywood w/h EVCoat” 18 ere, Plywood w/th EVCoat

D,rnensroes(HxWoD) 1219 o457 o445mro 1219o457 o445 ron, 1219e569 758erm 546e366e305 ren, 6100366o305nrre

(48” 018” 0 17,5”) 48” 18” 01 7,5” 48,0” e 22.42” 29.85” 24.00e 1742” ei 2.07”

Net Wegkl 1 50.1 kg (110.3 Iks.) 45.6k8 (111.9 Ibs.) 86.5kg (190,5 lbs.) 23.1 kg (51 Ibs.) 25.1 kg (55.3 Ibs.)
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RxSeries UveforSoundV]

Rx Series has become the standard for regional sound
companies, rental professionals, and contractors who want
compact high-performance loudspeakers with concert
grade EV components. Covered with rugged EVCOAT,
Rx looks great stacked, on poles, as monitors, or flown
with simple, integrated, L-track rigging points on top and
bottom. Their unique, asymmetrical, tully rotable horns
with 1 5 degree downward bias ensures high-frequency

• Subwoofer

• Direct radiating vented design

• High Sensitivity

coverage without having to tilt the enclosure toward the
audience. Our powerhouse, the DH7 large-format driver
(three-inch voice-coil, 1 .4-inch exit) provides the high
frequency engine, while a selection of DL and EVX woofers
anchor the low and sub frequencies. The combination of
high-level components, unique design, and versatility make
Rx Series one of the best values in the industry.

Solid bass down to 30 Hz (-10 dB)

• Rectangular

• Equipped with shown features below

Rx 112175 Compact 12” two-way

. 2-Way High-Output Fuil-range 3’ voice coil (titanium diaphragm)

. High Sensitivity • Protection circuits for HF-driver and LF-woofer

• Ultra-linear frequency response Easy external operation mode selection

• Solid bass down to 52 Hz (-10 dB) 5-side multi-angled housing with monitor slant

• Vented LF enciosure

• Asymmetric CD-horn aimed downward by 10

Rx 115175 Compact 15” two-way

• 2-Way High-Output Fuli-range • 3” voice coil (titanium diaphragm)

• High Sensitivity • Protection circuits for HF-driver and LF-woofer

Ultra-linear frequency response • Easy external operation mode selection

Solid bass down to 50 Hz (-10 dB) 5-side multi-angled housing with monitor slant

Vented LF enciosure • Same front width as Rx 1 18 S

. Asymmetric cD-horn aimed downward by 10

Rx 11BS Compact 18” subwoofer



• Three-wsy, high-output, fuli-range loudspeaker

• Biamp only
• Solid bass to 42 Hz (-10dB)

Vented LF enciosure

• Asymmetrical CD horn aimed downward by 10°

• 3” HF voice coil (titanium diaphrsgm)

Rx153175 Compact 15’ three-wav

• Protection circuit for HF driver

• Trapezoidal cabinet (150 per side)
for tightpack situations

• Comes with L-trsck hsrdwsre snd

single-stud sncrs fittings

Rx 212175 Compact dual 12” two-wav

• 2-Wsy Highest-Output Fuil-range Asymmetric CD-horn simed downwsrd by 10°

• High Sensitivity 3” voice coil (titanium diaphrsgm)

• Ultra-linear frequency response Protection circuits for HE-driver snd LF-woofers

• Estended bsss response down to 50 Hz (-10 dB) Easy eoternsl operation mode selection

• Vented LE enciosure Trapezoidsi (10° per side)

Rx 218S Compact dual 18” subwooter

Subwoofer • Also perfect in combinstion with

• Direct rsdisting vented design lsrge HP snd MH horns

• High Sensitivity Equipped with shown festures below

• Solid bsss down to 31 Hz (-10 dB) Flysbie version svsilsble

Rectsngulsr

Rx112175 Rx115/75 Rx153 Rx(H) 212/75 Rx118 Rx21BS

Frequency Range (-10 46) 52Hz-iS kHz 45Hz -16 kHz 42Hz -20 kHz 52Hz - IS kHz 30Hz - 250Hz 31 - 250Hz

Frequonzy Range (-3 46) wlh ceetrelleramp 75Hz-iS kHz 60 Ho-iS kHz 50Hz-iS kHz 75Hz -16 kHz 45Hz - 150 Hz 38- 125 Ho

Receermended High-pass frequency 45 Hz (12 dSIOcl.) 40 Hz (12 dSIOcl.) — 45 He(l 2 dB/Oci.) 36 Hz (12 ds/Out,) 30 Hz (12 46/Out)

Âe,al Sensiiiutty OPL 1W/1 m 10048 10045 96/lOS 46 10246 95dB 10245

(Siemp zperatien) (100/112 dB) (56/110 45) (102/112 4B)

Maz.OPLI1m(czlc.) 13148 13345 13045 12546/13545 131/13746’ 13946

ceninuzun Pzwer Hand/ing 350W (300 W/70 W( 450 W (400 W/75 W( 400 WIl 00 WIl 50W 600W (600 W/75 W( 600/600W 1200W

Pezk Power Hanoi eg (5:zmp) 1400 W (1,200/300 W( 1.800W (1.600/300 1.600 W/600 W/600 VI 2,600W (2.400/300 W( 2,400/3,200W 4,500W

Wf

Oezerage (eeminal -6 06) H’ xV 70’s 5W 75’ x 50’ 7500 50’ 70’ e 500 essentially essenliaiiy

(asym. co kern) (asym. cD kern) (asyre. co hem) (asym. cD hem) ernni eerei

LP weder )oaeeduczr) 12’ (OL128PH) 1W (OLlOX) 1W (0L105T( 2e 17’ (OL128PH( lol 8’(EVX) / 2e 1W (OL1 SlOT)
2e15’)DLlS)

vc dizweter 3’ (OH?) 3’ (DH7( 8’ MF8 MFI 3’ 0H7 HF 3’ (0H7) —-

crzeszuer Prequeneies (slepe in Biawp 1,500 Hz (24 45/Out.) 1,500 Hz (24 46/Out.) 1,200 Ho 1,500 Hz (24 46/Oer.) 100 Hz (2446/Out) 100 Hz (24 45/051.)

mede)

Nzm,eai Impedaeze )Samp mede) 80(8 0/8 0) 60(8 0/8 0) 80/12 0/120 4 0(4 0/8 0) 8/40 4 0

Inpul ceenectens 2 Neutriki.’ NL4 2 Neutr,k® NL4 2 Neutnk.f’ NL4 2 Neutrik® NL4 2 Nouoik0/ NL4 2 Neutrik® NL4

Dimeesizns (Ho Wol tred e 0) 670z360e372 mm 75904500 407 mm 1,24004670 485 mm 66003900 375 mm 80204500 600 mm 101505600 602 mm

26,We 15.36’elW 299e177Wz 16.07’ 41 S’a 18,4e 19.13’ 38.9We 1547’e 14.77’ 30.5a 17.7’e23.6’ 39’e22.0We236’

Ne1 Weieet )euke w’theor wheei kil) 26.0k0 (58 iks.) 32.0 ke. (71 les.) 47k0 (97 50.) 36.0 kg. (8015e.) 47.5/485kg (100/102 68kg (150155.)
Iks.)
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1 5-inch two-way fuil-range loudspeaker

• High-output, high-quality sound • Advanced 4th-order crossover with HF protection

• Excellent pattern control for medium throw use • 100 dB sensitivity, 133 dB maximum SPL

• Low-distortion SMX21 51 wooter • Power handling: 500 W continuous, 2000 W peak

with fully symmetric drive • Lightweight trapezoidal plywood/MDF enclosure

• 1 25-inch DH3/2010A titanium • Pole mount for use with subwoofer or stand

HF compression driver Six 3/8-inch threaded suspension points

• Rotatable Constant-directivity 60° x 400 horn Black EVCoatT°finish

Dual 15-inch two-way full-rançe loudspeaker

• Very high SPL with smooth response Advanced 6th-order crossover with HF protection

• Ideal as mains for small-to-medium clubs 103 dB sensitivity, 139 dB maximum SPL

• Excellent pattern control for medium throw use Power handling: 1000 W continuous, 4000 W peak

• Dual SMX21 51 woofers with fully symmetric drive • Internally braced trapezoidal plywood/MDF enclosure

• 2-inch ND2 neodymium HF compression driver • Six 3/8-inch threaded suspension points

• Rotatable Constant-directivity 60° x 400 horn • Black EVCoat’ finish

Tour X brings the engineering excellence and aesthetic

design of EV’s world-class tour systems to an innovative

and exciting series of portable loudspeakers. Combining

bold design and breakthrough performance, the Tour

X series is optimized for applications such as club sound,

pro music, and concert sound. The line’s fulI-range

loudspeakers and monitors utilize either 1 .25-inch

DH3/2010A or 2-inch ND2 compression drivers,

TX 1122

protected by an advanced fourth-order crossover.

Rotatable horns provide coverage-pattern flexibility while

1 2-inch or 15-inch SMX woofers deliver high power

handling with high sensitivity. Tour X 1 8-inch subwoofers,

meanwhile, use high-excursion EVS-1 8S LF transducers

to ensure plenty of impact with ultra-low distortion.

For tour-class performance in a portable package that’s

surprisingly affordable, look no further than Tour X.

12-inch two-wav full-ranøe oudsoeaker

• High-quality sound at high levels

• Escellent pattern control for short-to-medium throw

• Low-distortion SMX21 20 woofer

with fully symmetric drive

• 1.25-inch DH3/20l0Atitanium

HF compression driver

• Constant-directivity 900 H x 500 V horn

TXI152

• Advanced 4th-order crossover with HF protection

• 97 dB sensitivity, 130 dB maximum SPL

• Power handling: 500 W continuous, 2000 W peak

Lightweight trapezoidal plywood/MDF enclosure

• Pole mount for use with subwoofer or stand

• Six 3/8-inch threaded suspension points

Black EVCoat°° finish

TX21 2
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• High-power LF supplement to TX1 122 and TX1 152

• High-excursion EVS-1 8S woofer

• 6 dB/octave low-pass filter for parallel connection without added amp

• 100 dB sensitivity, 132 dB max SPL

• Power handling: 500 W continuous, 2000 W peak

• Top-side socket for speaker pole

• Mount points (6) for optional wheel kit

• Braced plywood/MDF enclosure

• Black EVCoat”° finish

TX211 Dual 18-inch subwoofer

• High-power LF supplement to TX21 52

- Low-distortion port design

• Two high-excursion EVS-1 OS woofers

• Use with processor and dedicated amp channel

• 103 dB sensitivity, 138 dB max SPL

- Power handling: 1000 W continuous, 4000 W peak

• Mount points (6) for optional wheel kit

• Braced plywood/MDF enclosure

• Black EVCoat°’° finish

TX1122 TX1152 TX2152 TX1181 TX2181

TX11B1 18-inch subwoofer

rEv Live for Sound Tour X

Spenker Type Foli-range Foil—ange FoII-ratnge Sabweoter Stzbwoofer

F-equency Renponon (-3 dB) 60- 20.000Hz 55- 20,000Hz 55- 13,000Hz 50- 160Hz 50- 160Hz

Freq.tency Range (-10 dB) 45 - 20,000 Ho 40 - 20.000 Ho 50- 16.000 Ho 45 - 700 Ho 40 - 1500 Ho

Sennocry (SPL, 1 W/l to) 57dB 10046 10345 10046 103 eB

Man. SPLJ1rn (calc) 13046 13345 135dB 13240 138 dO

Systeor Power Hortdhng (con- 500, 2000W 000, 2000W 1000, 4000W 500, 2000W 1000,4000W

trnuous, Peak)

Coverage(Norninal -6 do) 9W H s 5W V 6W s 4W rotatable 6W 54W rotatable — —

LFTrznsdacer 12-toch 0MX2120 15’pch 0MX2151 Two 15-inch 0MX2151 18-inch EVS18S Two 18-inoh EVS18S

HFTransdacer 1.25-toch DH3/2010A 1.25-inch DH3J2O1OA 2-inch ND2 — —

Internal crossaver Yes Yen Yes Low-pass 5/er No

Crosscoer Freqoency 1750 -to 1650 Ho 1750 Ho — —

Norrtirtnl lnrpedance (Panstve( 8 0 8 0 4 0 80 4 0

Mtnto,atn ltnpedancn 5.4 0 5.6 12 3.1 0 7.50 29 0

Inyct Czr,oocltoos Parallel NeatekOt NL4 Peretel Neatok® NL4 Parallel Net,trtk9 NL4 Parallel Neatrtk% NL4 Parotnl Nnatrtk® NL4

Ersclosare Matecal Plywood and MDF wttn EVCOAT Plyweod and MDF w.,h EVCOAT P.ywood end MDF wtth EVCOAT Plyc’ood and MDF w,th EVCOAT Plywood and MOF w,th EVcOAT

Flyng Saspeosion Oh 3/8-iocn t’,readod onzdc (6) 3/8-toch threaded insecs (6) 318-trtct, tnreadeo one-Is — —

Otrceostons(t-toWe D) 616c382s 380 mm 776e446e446 toto 1104e 508e471 toto 769 e439e591 ene 1154 c508s 681 rrrrrt

24.25e 15.04e 14.96 in 30.55e 17.56e 17.OBio 4543e 20e l8.54in 30.28 c 17.28c23.27 to 4543e 20c272 me

Weight Net 44.53 Ibe (20.2 kg( 6129 bs (27.8 kg( 9436 bs (42.6 kg( 74.02 lbs (33.8 kg) 123.65 Ibs (56.1 kg)
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Clear, powerful, and musical, the Live X series was bom to
command the stage for professional music performance.
Available in both powered and passive versions, Live X
loudspeakers offer top-quality components in remarkably
affordable configurations that put the EV-quality experience
within reach for artists, engineers, and live-sound
businesses. Designed for a wide range of portable

sound applications, Live X loudspeakers are housed in
hardy stackable enclosures of solid wood, making them
lighter than comparable-quality composite or plastic boxes
and therefore easier to bad, transport, and set up. With
high output, extended frequency range, and high sensitivity,
Live X loudspeakers are clean, flat, and hot, making music
of all kinds sound its best. The Live X series is serious gear
for serious sound.

• Compact power
for sound
reinforcement and
stage monitoring

• EVS-1 2K woofer
• 1.5-inch DH

1K titanium HF
compression driver

• 55Hz—20kHz
frequency range

• 90° x 50° coverage
pattern waveguide
60° Monitor Angle

• 94dBSPL
sensitivity; 132
dB max SPL

• Power handling:
250 W continuous,
1000W peak

• Braced l5mm
plywood enciosure

• Pole mount or
stack with Live
X Subwoofers

• Black textured finish

• ELX1 12 performance
with self-amplification

• 5OHz—2OkHz
frequency range

• Lightweight, cool
running 1000 W
Class D amp

• Biamped with 24 dB/
octave crossover

• Transducer protection

Bypassable high-
pass for external
subwoofer

• XLR, TRS, and
RCA connections
Versatile gain, mixing,
and processing
controls

• Pre- or post-mix
parallel outputs

More power,
fuller sound for
larger rooms

• EVS-l5Kwoofer
• 1.5-inch DH

1K titanium HF
compression driver
5OHz—2OkHz
frequency range

• 90° x 50° coverage
pattern waveguide
60° Monitor Angle

95dBSPL
sensitivity; 134
dB max SPL
Power handling:
400 W continuous,
1600W peak

• Braced 1 5mm
plywood enclosure

• Pols mount or
stack with Live
X Subwoofers

• Black textured finish

• ELX1 15 performance
with self-amplification

• 44Hz—2OkHz
frequency range

• Lightweight, cool
running 1000 W
Class D amp

• Biamped with 24 dB/
octave crossover

• Transducer
protection

• Bypassable high-
pass for external
subwoofer

• XLR, TRS, and RCA
input connections

• Versatile gain, mixing,
and processing
controls

- Pre- or post-mix
parallel outputs

Live X Live for Sound’7EV

_

--------

ELX112 12-inch two-wav full-rane ELX112.P Powered 12-inch two-waJtjll-rane

ELX115 15—inch two—wv fLJll—rnne ELX 11P ProAnmrH 1 -inch t\A,r,-\A1a\,

ELX11.8 18-inch subwoofer ELX118P Powered 18-inch subwoofer
• Supplemental

bass for ELX1 12
orELX115

• EVS-1 8K woofer
for extended LF

• 35Hz—200Hz
frequency range
96 dB SPL
sensitivity; 134
dB max SPL

• Power handling:
400 W continuous,
1600 W peak

• Braced 1 5mm
plywood enclosure

• Stack or pole
mount full
range boxes

• Black textured finish

• ELX118
performance with
self-amplification
EVS-l8Kwoofer
for extended LF

• 32Hz—l3OHz
frequency range

• Lightweight,
cool-running 700
W Class D amp

Selectable
Normal/Boost
modes

- XLR and TRS
combo input

• XLR parallel
output
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fli 1-incTF, t\A/fl-\A/R\/ f ill-rnn

• High-volume punch and

ultra-wide frequency response

deal for mains
• Two EVS-1 5K woofers for extended LF

• 1 .5-inch DH-1 K titanium HF compression driver

• 38 Hz — 20 kHz frequency range
• 900 x 500 coverage-pattern waveguide

• 96 dB SPL sensitivity; 137 dB max SPL

• Power handling: 600 W continuous, 2400 W peak

• Braced 1 5mm plywood enciosure
• Black textured finish Dual 15-inch

two-way fuIl-range loudspeaker

ELX112 ELX112P ELX115 ELX115P ELX118 ELX118P ELX215

E1( Live for Sound Live X
— —

ELX215

Speaker Type FuII-range, rwc-way. Fali-range, Iwc-way, Fali-range, rnid-hgh, FaIl-rarrgn, rrad-high, Subwaeler Sabwcofer Fuli-range. rnid-hgh,
wedges wedges two.way lwo-way iwo-way

Frecuerrcy Resparree (-3 dB) 95-1 7.000 Ho 85-1 7.000 Ho 60- 20.000Hz 60- 20.000Hz 36- 210 Ho 36- 210Hz 46-18.000 Ho

Freqaerrcy Rarrge (-10 48) 55- 20,000 Ho 50- 20,000 Ho 40- 20.000 Ho 40-20,000Hz 35- 200 Ho 32- 130Hz 35- 20,000Hz

Serrnilruily (SPL 1 W/l m) 99 48 99dB 100 48 100 48 100 aB 10048 96 eB

Mae.5PLJIm(cale) 128dB 128dB 130dB 130dB 131dB 13148 100dB

Oystem Pawe- Harrdirrg 250W 250W 250 W 250W 350 W 350W 600W
(Centinucuc, Program. Pea’c)

Coaerage(Ncmrrral -6 dB) H V 55’ e 85’ 55’s 80’ 80°c 55’ 80’ e 55’ mooi amrri 50’ 50’

54e-nul Crassover Ves Toe Ves Ves Tea Yes Yns

Norronal Impedonce (Passrue) 8 0 80 80 6 0 8 0 80 4 0

lrrput coonootons Parallel Nourrik4 NL4 Parallel Neulrik® NL4 Parallel Neutrik® NL4 Parallel Nerrrk® NL4 Parallel NeutrikT’ NL4 Parallel Neulnk® NL4 Parallel Neutrik® NL4

Woofer Srze 1 2-nek (304,9 mm) t 2-rrrch (3048 rrrrn) 1 5-inch (381 mm) 1 5-rrrch (381 rem) 1 8-rnch (457.2 mm) 18-rrrch (457,2 mm) t 5-inch (381 mm)

Color Black Black Black Black Black Black Black

Oirrrensrcns(HeWeD) 546 e361 e 246 mm 546 e361 e 246 mm 646a465a386mm 648 e465a386mre 648e5l6 e597 mm 646e 516e 597 mm 1168e455 eSl4mm
31.5e 1431 e9,69in 21,5e 14.21 a9.69in 25.51e 18.31e 15,21e 25.51518.31e 15,2fl 2551 a2039e235in 25.51 a20.39e23,Sin 45.98e 17.91 a20.24irr

Wergbt Net 284454 (t 2.9 kg) 28,44154 (12.9 kg) 53.13 lbs (24.1 kg) 53.13 lbs (24.1 kg) 87.74154 (396 bg) 87,74 lbs (39.8 kg) II 4.64 lbs (52 kg)
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Variplex II Live for Sound E11

The Variplex II line includes THX-approved loudspeaker
systems, appropriate for large and small cinemas. These
three-way systems showcase Electro-Voices time-proven
acoustic excellence in a modular form, which ensures that
any system can be configured to fit any room. And more

importantly, that an Electro-Voice cinema experience will
be the best your customers have ever heard. Our THX
approved, high-quality CPS Series Amplifiers are part of
this formula for success.

• Asymmetric Directed Coverag&° (5° down- Ring-Mode DecouplingT°for improved voice clarity

angled) for uniform front-to-back sound Digital Dynamics CapabIe° for wide dynamic range

• Adjustable bracket for easy aiming Pre-assembied mid-high for easy installation

• 90° H x 50° V coverage pattern

1arip[eKJiXIbreewy THX-ap db—pwer soreen-channe] speaker

Consists of Two TL6O6ST Low-Frequency Systems and One Variplex I-IPK System

• The ultimate in high-fidelity cinema sound

• Uniform high-power coverage even in large rooms

• Four cast-frame 15-inch DL1 5ST woofers

• 3-inch ND6-8 titanium/neodymium HF driver

THX® approved

Triamp or biamp operation

Variplex II Threê-wy THX-pprnvec1

Consists of One TL6O6ST Low-Frequency System and One Variplex HPK System

• Even coverage, intelligibility, and extended dynamic range

• deal for high fidelity cinema
• Two cast-frame 15-inch DL1 5ST woofers

• 3-inch ND6-8 titanium/neodymium HF driver

Bi-amp or tri-amp operation

• THX® approved

• Triamp or biamp operation

Variplex Matinee Three-way screen-channel speaker

Consists of One TL6O6M Low-Frequency System and One Variplex M HPK System

Three-way design for intelligibility and clarity

• Two 15-inch EV1 5-G woofers

• 2-inch DH2Ttitanium HFcompression driver

• Passive or biamp operation

F-
1 —

ii
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Live for Sound TL Series Low-Frequency Systems

TL series low-frequency loudspeaker systems provide
exceptionally powerful, clean low-end that puts the thump
in popular music and brings all-important richness to movie
soundtracks. Delivering maximum impact with minimum
distortion, TL series loudspeakers are ideal for cinema

sound, contemporary music reinforcement, theatrical
sound effects, and general subwoofer applications. Dual
15-inch or 1 8-inch woofers pack plenty of punch while
precisely-tuned enclosures bring out the full low-end

potential of the sound.

Feature:
• Optimized for cinema sound
• Wide dynamics for clean transients
• Direct radiating design in

vented enciosure

• Excellent for contemporary
music reinforcement

• THX® approved as part

of Variplex II system

loudspeaker
LF reproduction down to 34 Hz (-10 dB) for full, rich Iows

• Low distortion, high power
• Two DL1 5ST woofers
• 101 dB SPL sensitivity, 136 dB max SPL
• Power handling: 800 W continuous, 3200 W peak

TL6OGM Dual 15-inch LF loudsoeaker

LE reproduction down to 34 Hz (-10 dB) for full, rich lows

• Low distortion, high power
• Two EV1 5-G woofers
• Power handling: 500 W continuous, 2000 W peak
• 99 dB SPL sensitivity, 133 dB max SPL

Variplex II XL Variplex II Variplex TLS8ODM TL6O6ST TL6O6M

Matinee

Froqeeeoy Ronge (-10 dB) 34- 18,000Hz 34- 18,000Hz 34- 18,000Hz 27-1.250Hz 34- 500Hz 34-500Hz

Ssno, Se.,owvry. 5PL (t Wil ,) 104dB lOl dB 104 eB 9946 101 49 iOC dB

Mao. SPL1I re (colc.) LF. 139 dB, MB-HF 141 dB LF. 36 45, MB-HF: 141 48 133 dB 133 dB 136 d5 133 dB

croosover Freqeencies (LF/MB, MB/HF) 500Hz, 1300Hz 500Hz, 1300Hz 500Hz (LF/MB) — — —

Power Hzndl,ng, 000t,n000s (LF, MB, HF) 1600, 400, 75W 800. 400, 75W 500 300 (MB-HF) W 700W 800W 500W

Power Horrdhog, Peak (LP, MF, HF) 5400, 1600,300W 3200, 1600,300W 2000,1 200 (MB-HF) W 2800W 3200W 2000W

Covenage Horzontzl 90 9W 9W oren; omni omni

Coaerage Vze,cal (ep!4owr) 20/3W 2W13W 2W13W onrr’; 0,0e; oerei

LF Trzrrsduoe, Foa, DL1 5ST Two DL1 5ST Two EV1 5-0 Two EVX1 809 Two DL1 5ST Two EV1 5-0

MF Trarrsdacer Two EV8OH Two EV8DH Two EV8D — — —

HF Transdaczr NO 6-8 NO 6-8 DH2T — — —

Nererral rrpedarce in Ohn,s(LF, MF, HF) Twoat 4each, 4,80 4,4,60 4,4 fl(MB-HF) 40 40 40

D,reensizns(H XWO D) 19240 1296,396 ron, 1924o648 o396 reIn 1924 648x396nne 12100 762 o6O5mw 1003r648o445 1003, 646o396rnnn

75.8 e51 olS.6in 756 e35.5 olS6in 75.8 0255 o15.Bie 47.5e30023.Bin 39.5o25.5o17.Sin 35.5x255e15.6e,

Wo;ght (net) 306.4 Ibs. (139 kg) 1 83.1 lbs. (74 kg) 156 Ibe (708 kg) 158 Ibs (708 ko) 110 bs (499 kg) 100 Ibs (454 ky)
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- Excellent for contemporary music reinforcement
• High acoustic output to below 20 Hz (-10 dB) for true low-end effects

• Two Iong-throw EVX-1 80A woofers
• Power handling: 2000 watts continuous
• Side input panel for easy behind-screen installation

TLRflRST Premium Dual 15-inch LF

Fraq.wrey Respeere (*1- 3dB) 41-16,000 Ho 41-16,000Hz 45- 16,000 Hz 23- 400 Hz 41-500Hz 45 -500 Ho



SL Series Surround Speakers Live for Sound Ejf

Electro-Voice SL loudspeakers are THX-approved,
two-way surround speakers that will filI out a spacious
sound field in any cinema surround system.

Two-way fulI-range with high output

Ideal for cinema, conference rooms, and HOW
• Exceptionally wide and smooth frequency response
• Available with 10-inch (SL1O) or

12-inch (SL1 2) woofer
• Passive crossover

100° H x 90° V (SL-1 2) or 100° H
x 100° V (SL-10) pattern

15° slanted cabinet optimizes audience coverage
• Digital Dynamics Capablece for wide dynamic range
• THX® compatible
• Black vinyl-clad particle board enclosure
• Versatile suspension and safety options

Wall-mount brackets included

SL12-2V SL1O-2V

Freqaertoy Response (-3 40) 60- 20,000 Ho

Fre9aenoy Range (-10 as) 70- 20,000 Ho 50- 16,000 Hz

Sensftioty (SPL, 1 W @ 1 te) 03 40 93 46

Mao. SPL/1 er (edo.) — 12046

Power Handing (Centinuoae, Peak) 200, 600 W 100, 400W

coverage (Ho V) 10W e 9W 10W x 10W

LF Traendooer t2-nch SL1 2 10-ook SL10

HFTrerroducer 1 25-ineb 0H212010A - —

Non1nal Irnpedanoe 8 0 8 0

539o476e335rnrn 476e316e275rrrrrr
O,nensens (H e We D)

21 18.7 el3rn 1975 o125 elO9ie

Weght (net) 21,4kg (47 5e.) 10,5k9 (23.1 Ibe.)

.-I

SL1 O-2SLI2.2Y qI—,tHKmf-Fl ,—‘ir er-e—rro i irrci ir-d Ir—ri ider-rownaL-orrercr
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Known for huge tone, gorgeous low-end, and incredible
stability at extreme volumes, the EVM1 2L 1 2-inch musical
instrument loudspeaker has been a favorite since its
introduction in 1 983. For an even louder, harder tone there’s
the EVM-1 2L Black Label, the official guitar loudspeaker
of Zakk Wylde and Black Label Society, which features

EVM12L CIassigresLguurisp..eakEr

• Classic sound with road-ready reliability

• Favorite of guitarists in all styles

• High-performance heavy-duty design

• 200W Power handling

• Frequency response: 80Hz — 7kHz (-10 dB)

• Heavy-duty cast frame for reduced

ow-frequency flex

• Large 16 lbs (7.3 kg) magnet assembly

Manufactured in the USA

• Official guitar loudspeaker of Zakk

Wylde and Black Label Society

• EVM1 2L sound with enhanced

magnet design and venting

• 300 W power handling

• Frequency Response 80Hz - 7kHz (-10 dB)

Sensitivity 100dB

Large 16 lbs (7.3 kg) magnet assembly

Handmade in the USA

EVM12L Classic EVM12L Black Label

12 in (305rnor)

coil dian,eter 2,5 t, (63 5 ron,) 2.5 t, (63.5 rn,n)

Freqooncy range 60— 7,000 Hz 60 — 7,000 Hz

Power HandIirrg CenI,nuoos (EIA), Peak 200, 1000 W 300, 1200W

5ensiticity (OPL, 1 W @ 1 rn( 100 dB 10049

MOnw.,oISPL 125dB 12545

Efficiomay 5.9% 5.5%

Inrpndance 8onl6Çi 8n,160

Fw,ne Snor diwnnrn, 309.600(12.150) 309.6 ron, (12.15 .0)

Ma9,,nt diameter 1 90.5 non (7.5 in) 1505 ron, (75,,,)

Overall deplh 133.4 om (5.25 in) 133.4 wnl (5.25 in)

Mounting bolt circie diameter 253.7 ree, (11.563 t,) 253.7 rt,nm (11.563 in(

Baflio catoct diameter 281.0 mom (11.063 in) 261,0 ww (11.063 in(

Not weight 86 kg (is Ibe.) 8.6 lg (19 Iba.)

Live for Sound EVM 1 2L Guitar Speakers

improved power handling, magnet design, and venting.
Either way, guitarists and bassists love how tough the
EVM1 2L sounds—and how tough it is. For the worlds
most punishing players, theres only one guitar speaker line
that delivers the goods night after night, tour after tour: the
Electro-Voice EVM-1 2L.

FVMI2L RIrkLb& 7mikL< Wvk*s finn)stL im nL 1itFr ne°skr

cone diameter 12fl (305w,,,)
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EVI-12MBB black
EVI-12MBW white

Rigging and Accessories Live for Sound [v

EVI 1211 512B PIRV-1 (l,HnIt-Vift EVI12 Cilinn mni int

EVI15 Ceiling mount

EVI-15MBB black
EVI-15MBW white

EVID 12.1 1 EyboltisincIuded.

1 Note: One 3/8-inch 1 6-thread forged

J steel eyebolt is included. A second is
necessaryl

EiEzF

EVID 12.1

Bracket passes EIA 636 at a safety
factor of 8:1.

The bracket for on-wail or corner
mounting and a safety eyebolt comes
with EVID 12.1.

FRI2082 Under balcony/on-wali mount

E

EV128 Wall or ceilinci mount

EVI-28MBB black
EVI-28MBW white

The radius of action is 140°.

EVID32 1 4.2 1 6.2
Anglo markers

SAM comes with
each EVID° system
and inciudes a
hex-key-tool. SAM°
has angle markers
to make installation
easier.

EVF Series / EVH Series

4 MiO metric

eyebolts included

Xi- 1082 Under balcony or
on—walI mount

MB-1082: black

on-wail

The 1000 x 100°
dispersion angle allows
the FRi-2082 to be
installed vertically
on the wall as well.
Mounting bracket
comes with FRi-2082.



Note: The threat diameter can be reduced
with a standard 5/8-inch screw adapter for
different mic stands.

S-40 MB/B: black
S-40 MB/W: white

Sx 300.Sb122

1)MB 100
2) MB 100 + MB 200

Security advice:
When flown by 900 (figure 2)
do not use eyebolts only’

Sx-SeriesTM hardwre-overview

Sx 100+
M8 200 B U-bracket
MB 200 W U-bracket

Sx 300
MB 300 Array-kit (2 plates) black

Sb 122
M8 300 W Array-kit (2 plates) white

E1f Live for Sound Rigging and Accessories

S-40 Wall cel Ii naoizstand mQunt

1) 2)

Horizontal Cluster 1200 (2 systems)

2 x MB 200 + 1 x MB 300 neccessary

Wall or ceiling-mount

1 x MB 200 neccessary

Horizontal Cluster 1800 (3 systems)

3 x MB 200 + 2 x MB 300 neccessary

Vertical Cluster

2 x MB 200 neccessary

black
white
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Rigging and Accessories Live for Sound EV

ZX 1 ZX1-90 + TCA-ZX1 ZX1i + AS-ZE ZX1 -90 + MP1 -B

ZX3 1 ZX5
MB-3/MB-5 Wail/Ceiling niounting bracket

VSA-1 using HA3

SSK-1

EBK-3 M8 eyebolt kit

CB5 cluster bracket kit

—S
1

1

HA-3 or HA-5 handel adapter
to be used with VSA-1



Ey Live for Sound Rigging and Accessories

EV Innovation

VRK-1

1I1IiIiI 1111
“IT
0000
0000

—J

EVA-SG2
For typical tilt angles in
3 and 4 module arrays.

EVA-EG2
For typical tilt angles in
arrays taller than four
modules, or extreme angles.

CSG
Single gland nut cover plate

EVA-CG (Not shown)
Connects to EVA-SG2 or
EVA-EG2 so that you can fly
EVA subs behind the array,
without increasing trim height.

EVI-AC
EV-lnnovation Access Card

Iets you test EVA, EVF, or EVH
transducers and protection
circuitry without disassembling
the cabinet.

EVU-TK60
60-Watt, 70.7/100-Volt input
transformer for EVU systems,

with multiple taps.

EVF 1 EVH Series

VRK-2

HRK and VRK

rigging kits

(HRK not shown)

EVA 1 EVF 1 EVH Series ClAnri ni it nnvttr nIiteR ii

CDG
Dual gland nut cover plate

CDNL4
Dual NL4 cover plate
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Rigging and Accessores Live for Sound

XLD281 + XLC215 + AGCD XLD2B1

Front View

XLD2B1 + CBeam XLD2B1 + Dolly

Front View

(One half of dolly shown in drawing)

Grici

XLC Button
Bar

AGCD

Loudspeaker

Side View Front View Side View

S3nWi CC,in
4 XLD2d1 $

Sicle Cew
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B-1 Grid for XLC
(other rigging hardware inciuded with speaker)

XLCi instail rigging

B-2 Grid for XLCi
(other rigging hardware inciuded with speaker)

ELive
for Sound Rigging and Accessori]

XLC concertlportable Rigging

XGS-4

XLC and XLVC ground stack kits

XGS-3

45MAX
\,

‘\\

/

1

8

II

\ 6OMAX

‘ \

•b

Ja?
[__ ½
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Designed for the most demanding applications in both
touring and installed sound, EV’s ultra-reliable Tour Grade
amplifiers offer a unique combination of output power,

sonic excellence, and high efficiency, all in a compact,

lightweight format that’s ideal for life on the road. Based

on grounded-bridge Class-H topology, Tour Grade amps
feature an integrated switch-mode power supply for
maximum power per pound, with plenty of headroom to

handle transient peaks and low loads. The optional RCM
26 remote control module adds state-of-the-art IRIS
NetTM-controlled DSP, including FIR-Drive loudspeaker

optimization, IR filters, signal routing, level control,

dynamics, and system supervision. Available with up to
3500 W per channel, Tour Grade represents the ultimate

in high-power audio amplification.

TG5 1900 ‘‘V oer channel oower arnolifier

High-level touring performance

- Rugged, lightweight package

• Up to 1900 W per channel (2 0)

- Grounded Bridge Class-H design

• Switch-mode power supply

• Microprocessor-controlled

• Front LCD panel for operation

mode setup and monitoring

• Slot for optional RCM-26 IRIS-Net

compatible DSP and control module

• 11-level protection package

Only 31.4 lbs (1 4.2 kg)

3500 W per channel power amplifier

• High-power performance for top-level tours

• Rugged, Iightweight package

• Up to 3500 W per channel (2 0)

Grounded Bridge Class-H design

Switch-mode power supply

• Microprocessor-controlled

• Front LCD panel for operation

mode setup and monitoring

• Slot for optional RCM-26 IRIS-Net

compatible DSP and control module

• 11-level protection package

Only 31.4 Ibs (14.2 kg)

Tour GradeArnphfiers Uve for Soundij

-© .

T(7
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Live for Sound Tour Grade Amplifiers

u Remote control interl:ace for IR IS-Net

• USB-CAN converter for IRIS-Net enabled devices

• Supports up to 100 CAN devices

• Parallel CAN connections on RJ-45 Ethercons

USB-powered

• XLR jack for audio bus monitoring
19-inch rackmount panel included

• Status LED shows CAN activity and device status

RCM-26
• Extend Tour Grade performance with

powerful DSP functionality
• Advanced F1 R-Drive loudspeaker optimization

• High precision bad impedance supervision

Two GPI and two GPO ports

• One-button system test for fast, complete

check of connected cables and components

• Pilot tone detection for cable supervision

• Six recallable DSP/configuration presets
• Parallel RJ-45 CAN bus connectors

DI

IR IS-Net remote control module fo Ter erade amplifiers

(ej. IIeV

Topology Claso-H grourrded br,dgs Claee-H groended brrdge —

Irepadonce 2 0 40 80 2 0 413 80 —

Cortoeoes Oetpet/Charroel (1 kHz, THD 1%) 2000W 1450W 650W 3500W 2500W 1500W —

Contrrruouo outputlchannel (20 - 20,000 Ho, THD 0,2%) --- 1200W 600W 2100W 1050W —

Mexirneer Bridgod Outprrr 4,8 0 --- 3800W 2900W --- 7000W 5000W

Arnpilier Gein (Selectable) 39, 35, er 32 dB 41.5, 35, or 32 d9 —

Sigexl-to-Noise Rotro (A-werghted) 109 48 111 dB 116dB

Total Harn,onc Dietortron 0.05% 0.05% 0 0.005% (THD+N)

Inlermodoletion Diotortion (SMPTE) 0.05% 0.05%

DIM 30 0.02% 0.02%

Slew Rate 30 V/ys 35 V/yo —

Analog Inputs Yes Vos 2 audio inputs en internal slot connector, pre-/post tader selectable

lepel lnnpedanoo (Balanood) 20 hO 20 kIt

Input Senotrrity (5electable) 0, +6, +7dBu 0, +4, +9 dB

D,gital lepels Optrasal (RCM-26( AES3 (AE5/EBU) lorreat, XLR ln/Thru oonnootors

A/D Conuersion Sea RCM-26 24 Bit linear, Srgrea-Delto, 126 tirnes oversanrp/ng

D/A Conversion See RCM-26 24 Bit, 5rgma-Delta, 128 tinras ooor-sanrphng

Data Pornret Sea RCM-26 24 84 moer A/D and D/A conuersion, 46 84 processrng

Interrel Processing See RCM-26 2 DSPs (150 MHz, 300 MIPS)

Sarnple Rate See RCM-26 45 kHz

Sarrrple Rute conoereon (5RC) See RCM-26 32 kHz - 192 kHz internal soorple rob oonoorter

Network Control (IRISNet( Qptrorrol (RCM-26( Ves

Carrrrol Protoow Sea RcM-25 cAN Bus

CAO Bus leterlace One RcM-26 10- 500 Woud. 20 RJ-45 (IRIS-Nel Control)

GPIO Control Port Sea RCM-26 1 x 6-pola Euro boek, 2 osntrol inpets. 2 control oertputs, (+5V, 200 nree / GND)

FIR-Drue Oprronal (RCM-26) Yeu

Power Supp’y 100-240V, 50-60 He 100-2400 50-60 Ho

Power Coesuropton 1/8 roes. oe.rput 40 1000W 1450W —

D,rnensions (H 0W aD) 347 e 19 s 20.16 in 347 s 19 a 20 16 in 3.3303.170 9.06 ie
88.1 a4826s 512 rare 88.1 a 4826e 512 ere 64.7e 80.40 230.3 mm

Weigi’r Net 31.31 Ibo (14.2 kg) 32.0 las (14.5 kg( .53 lbs (‘2409)
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Precision Series Remote Control Amplifiers Live for Sound

Built for the toughest tours and high-profile installations,
Precision series remote control amplifiers deliver superb
concert sound in a rugged package that stands up to the
rigors of the road. High-power Class-AB designs drive
your boxes as hard as you need to get full, dear coverage.
Ultra-low distortion keeps your sound clean even at
peak volumes with heavy loads. And road-ready design
features—dual power supplies, multiple fans, and complete
electronic protection circuitry—keep the show going while

safeguarding both your investment and your reputation.
Long a staple of top touring corn panies, Precision series
amplifiers are better than ever with the inclusion of the
RCM-24 module, which brings P series amps under IRIS
Net control with state-of-the-art DSP technology. Offering
system supervision, signal routing, advanced FIR-Drive
loudspeaker optirnization, IIR filters, level control, and
dynamics, Precision series remote control amplifiers set
the standard for professional concert sound.

• Performance and control for tours and installation • Eight recallable DSP/configuration presets

• Up to 850 W per channel (2 0) • System check button for fast, complete test of all

Class-AB design connected cables and loudspeaker components

• IRIS-Net enabled for remote control, • Two GPI and two GPQ ports

monitoring, and DSP processing Parallel RJ-45 CAN bus connectors

via inciuded RCM-24 module Pilot tone detection for cable supervision

P1200RL 850 W per channel remote control amplifier

Pl 200RT 590 W per channel remote control amplifier

• Performance and control for fixed installation Eight recallable DSP/configuration presets

Up to 590 W per channel into 70/100 V line System check button for fast, complete test of all

Class-AB design connected cables and loudspeaker components

- IRIS-Net enabled for remote control, Two GPI and two GPO ports

monitoring, and DSP processing Parallel RJ-45 CAN bus connectors

via included RCM-24 module Pilot tone detection for cable supervision

P3000RL 1800 W per channel remote control amplifier

High-power performance and

control, installed or on tour

• Up to 1800 W per channel (2 0)

Class-AB design
• IRIS-Net enabled for remote control, monitoring,

and DSP processing via included RCM-24 module

• Eight recallable DSP/configuration presets

• System check button for fast, complete test of all

connected cables and loudspeaker components

• Two GPI and two GPO ports

• Parallel RJ-45 CAN bus connectors

• Pilot tone detection for cable supervision

‘©
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Ey Live for Sound Precision Series Remote Control Amplifiers

Roled OotpstiChannel (20 - 20.000 H, THO
0.2%)

Mar,rr,,re Br o9ed 0rpvt (1 rHz. THD 1%)

Signol-to-Nokse Rlto, Arnpifier (A-we:8hted)

Fneoverrcy Responoe (-1 4B)

THD @ Rated Ootpor Power

lrrterrnoov!a:ion (SMPTE)

Topology

lrnpedorce/VoIta9e

Corrtvtous Ootpot/Chonnel (1 kHo, THD 1%)

Class-AB

80 40 20

360W 600W 850W

Cloos-AB

30000 500W --- 750W 1200W

P1200RL P3000RL P1200RT

80 40 20 100V 70V

850W 1300W 1800W 590W 580W

Class-AB

500W

120000 1700W --- 2500W 3600W

10646 109dB 106dB

20- 20,000 He 45 - 20,000 F-Io

<0.08%

50000

0 0.05% 0 0.1% 0.2% u
0.001% 00.1% 0 03%

DIM 30 0 0.03% 0 0.01% 0 0.2% 0 0.3%

Inpot Serrsrvrty ard Intpedortce 1.55V )+6dBv), 20 kO, XLR Inpot

Mooonvrrr Irrpvl Level 8.7V (+21 dgu)

Dynanrio Avd,o Lietiter THD <1= 1% (Inpot sgrrol <1= + 20 dBu)

Senol Interface Networkt CAN, 2 6/45 (CAT-5 Cabhng), RS-232 for medio control systenms

Control Lopc In poto and Ootpoto 2 00V, SV free configoroble, Eooy-Rentote

Loudspeaker Connecfors Borrier strip Speokon NL4 Sarrier strip

Protections Hr-temperafure, DC, HF, back EMF, pealr currert Irmiter, Inruch cumrent Irmiter, power-on delay

Coolrrrg Front-to-rear. three 4-stage fons

Din’enornns )H aW 0 D) 132,5 o 483 e 390 rrrrrr
52(3 RU) 0190 15.4 in

Net Weight 17 kg (375 tbs.) 30 kg (66.2 lbs.) 25 k5 (55.1 lbs.)
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Q Series Amplifiers Live for Sound E1i

B

Building on a legacy of power and performance,

0 Series amps take Electro-Voice’s unique amplifier

philosophy to a new level of efficiency and value. The

0 series achieves superb audio performance because

its designed for superior dynamic headroom and transient

response, resulting in 30% greater output capability for

short-duration signals. High-power 0 Series models use

sophisticated Class-H topology that dramatically reduces

heat and cuts energy consumption by up to 50%, yielding

racks that are easier to power and easier to cool. Smaller

o series models are based on the proven Class-AB

designs of EV’s reference-standard P series. All models

incorporate dynamic limiting to prevent dangerous output

clipping, as well as extensive protections against thermal

damage and electrical malfunction. Combining Class-H

innovation with the sonic excellence and robustness of its

Precision series heritage, the compact, affordable 0 series

is the ideal amplifier line for all sizes of clubs, concerts,

performance centers, and sports venues.

==I

• High-efficiency power and performance

• Innovative Class-H design

• Up to 1250 W per channel (2 0)

• Dynamic headroom for all real-world applications

• XLR pass-though input connections

- Easy connection to bi-amped loudspeakers

• Switchable LPN filter for extra tonal

fundamentals and “kick

• Protective low-cut for systems without subwoofers

• Built-in dynamic limiters

• Complete protection package

• Three-stage front-to-rear fans

Q44_50 W per channel power amplifier

.

Outstanding value and performance Switchable LPN filter for extra tonal

for club and mobile systems fundamentals and ‘kick”

• Dynamic headroom for all real-world applications • Protective low-cut for systems without subwoofers

• Up to 650 W per channel (2 0) Built-in dynamic limiters

• Class-AB design Complete protection package

XLR pass-though input connections Three-stage front-to-raar fans

• Easy connection to bi-amped loudspeakers

066 900 W per channel power amplifier

• Outstanding value and performance Switchable LPN filter for extra tonal

for clubs, mobile and more fundamentals and “kick”

• Dynamic headroom for all real-world applications Protective low-cut for systems without subwoofers

• Up to 900 W per channel (2 0) Built-in dynamic limiters

. Class-AB design Complete protection package

• XLR pass-though input connections • Three-stage front-to-rear fans

• Easy connection to bi-amped loudspeakers

Q99 1250 W per channel Class-H power amplifier
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Live for Sound

___

Q Series Amplifiers

Amolifier Gajn 1
z•

Q12i2 1800 W per channel Class-H power amplifier

• Super-efficient power with outstanding performance
• Innovative Class-H design
• Up to 1800W per channel (2 0)
• Dynamic headroom for all real-world applications
• XLR pass-though input connections
• Easy connection to bi-arnped loudspeakers

• Switchable LPN filter for extra tonal
fundamentals and kick

• Protective low-cut for systems without subwoofers
• Built-in dynamic liniiters

Complete protection package
• Three-stage front-to-rear fans

Ccr:naous Oatpt Power(20 -20.000 H. THD
« 02%)

32dB

Fregrrerrcy Responee 10 - 40,000 Hz

SignaL-ts-Ncise Rabo (A-waghted) 106 dB 107 dO 109 dB 110 dO

ToSI Harrrrcrrc Datorbon 0.03 %

Irterreadalabon Dwlorton (SMPTE) 0.1 %

DIM 30 0.05%

Input Irnpedonce (Balanced) 20 kIt

Irrpat Sens4rvity +2.2 dRs +3.1 dBa +5.1 dBu +6.6 dRs

Maairnurn Irtput Voltage *21 dBu (8.65 Vrrns)

Slew Bate 25 V/ps 26 Vfgs 27 V/ps ° V/pe

Netwerk carnrral (1R15-Net) Na

Protectrons Hi-Temperarure. . short circurt, DC output voltage, HF oscillation, back EMF (Elecfromotive Farce), and destructive peak current

Cccl ‘rg Front-to--nar, 3-stage fans

Oireensiens (Ho We D) 88.1 o 4526 422.5 ere 88.1 a482.6o 421.5 eer 88.1 e 482.6s 421 5 rem 88.1 o 482.6 421.5 rent
3.47x 19a16.S3irm 3.47a15e16.59ie 347o19e16SSre 3.47e 19e 1659rt

Weigb: Net 27.78 :bs (1 2.6 kg( 32.63 Ibs (14.8 kg( 35.94 bs (16.3 kc) 39,02 los (17.7 kg(
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CPS Contractor Precision Series Amplifiers Live for Sound

Contractor Precision Series amplifiers combine top-quality filters. For worry-free dependability, theres full protection

performance and reliability with innovative designs against hazards such as excessive heat, overloads, shorts,

perfectly tailored to the needs of professional sound DC, back-EMF, and inrush current. And for the ultimate

installation. Available in 2 RU configurations of up to eight in system control and supervision, the optional RCM-810

channels, CPS amps are compact and efficient to operate, module enables the inclusion of CPS amps in IRIS-Net

with every detail thought through from the contractors networks of up to 250 devices. Otfering exceptional ease,

point of view. For fast installation and setup, each model flexibility, and audio performance, CPS series is the ideal

features Phoenix-type input and output connectors, installation solution for cinema, club sound, commercial

programmable power-on delay, remote power-on/off, sound/life safety, and performance and sports venues.

rear-mounted attenuators, and switchable high-pass

650 W per channel power amplifier

• Contractor-friendly performance and reliability Complete protection: thermal, overload,

• Up to 650 W per channel (2 f2) shorts, HF, DC, back-EMF, inrush current

• Slot for optional RCM-810 module, allowing Phoenix-type input and output connections

IRIS-Net control and monitoring Remote power-on/off contact

• Rear-mounted attenuators Programmable power-on delay settings

• Switchable 50 Hz high-pass filter Three-stage front-to-rear fans

Class-AB design

900 W per channel power amplifier

• Contractor-friendly performance and reliability Complete protection: thermal, overload,

• Up to 900 W per channel (2 f2) shorts, HF, DC, back-EMF, inrush current

• Slot for optional RCM-810 module, allowing Phoenix-type input and output connections

IRIS-Net control and monitoring Remote power-on/off contact

• Rear-mounted attenuators Programmable power-on delay settings

• Switchable 50 Hz high-pass filter Three-stage front-to-rear fans

Class-AB design

1250 W per channel Class-H power amplifier

• Power and efficiency for installations Complete protection: thermal, overload.

Innovative Class-H design shorts, HF, DC, back-EMF, inrush current

• Up to 1250 W per channel (2 0) Phoenix-type input and output connections

• Slot for optional RCM-810 module, allowing Remote power-on/off contact

IRIS-Net control and monitoring Programmable power-on delay setbngs

• Rear-mounted attenuators Three-stage front-to-rear fans

• Switchable 50 Hz high-pass filter

Contractor Precision Series

CPS24

0CPS26

CPS 2.9
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Live for Sound CPS Contractor Precision Series Amplifiers

• Power and efficiency for installations

• Innovative Class-H design

• Up to 1800 W per channel (2 0)

- Slot for optional RCM-810 module, allowing

IRIS-Net control and monitoring
Rear-mounted attenuators

• Switchable 50 Hz high-pass filter

• Complete protection: thermal, overload,
shorts, HF, DC, back-EMF, inrush current

• Phoenix-type input and output connections

• Remote power-on/off contact

• Programmable power-on delay settinga

• Three-stage front-to-rear fans

CPLS 85

- .i.Lu1

500 W per channel 8-channel amolifier

• Eight channels in one compact rack-efficient unit

• Up to 500 W per channel
• 70/100 V operation for distributed systems
• Class-D design for optimum efficiency

• Slot for optional RCM-810 module, allowing

IRIS-Net control and monitoring
IRIS-Net selection of each channel’s

impedance (2-10 0 in 0.1 0 steps)

Rear-mounted attenuators

• Switchable 50 Hz high-pass filter (Hi-Z mode)

• Complete protection: thermal, overload,

shorts, HF, DC, back-EMF, inrush current

• Phoenix-type input and output connections

• Remote power-on/off contact

• Programmable power-on delay settings

• Front-to-rear fans

CPS..4.5

CPS 4.10

RCM-81 0

CPS 2.12 1AÛO VV nr nhmnnmI flls-H nnwr mrnnlifi€r

500 W per channel 4-channel amplifier

. Four channels in one compact rack-efficient unit Rear-mounted attenuators

Up
to 500 W per channel • Switchable 50 Hz high-pass filter (Hi-Z mode)

70/100 V operation for distributed systems • Complete protection: thermal, overload,

• Class-D design for optimum efficiency shorts. HF, DC, back-EMF. inrush current

• Slot for optional RCM-810 module, allowing - Phoenix-type input and output connections

IRIS-Net control and monitoring Remote power-on/off contact

• IRIS-Net selection of each channel’s Programmable power-on delay settings

impedance (2-10 0 in 0.1 0 steps) Front-to-rear fans

1000 W per channel 4-channel amplifier

Four channels in one compact rack-efficient unit • Rear-mounted attenuators

. Up to 1000 W per channel - Switchable 50 Hz high-pass filter (Hi-Z mode)
• 70/100 V operation for distributed systems Complete protection: thermal, overload,

• Class-D design for optimum efficiency shorts, HF, DC, back-EMF, inrush current

• Slot for optional RCM-810 module, allowing Phoenix-type input and output connections

IRIS-Net control and monitoring • Remote power-on/off contact

• IRIS-Net selection of each channel’s • Programmable power-on delay settings

impedance (2-10 0 in 0.1 0 steps) Front-to-rear fans

IR IS-Net remote control module for CPS Series amplifiers

• Enable powerful control and supervision capabilities • Load-monitoring for each channel

- Integrate up to 100 devices in each remote • Variable Load Drive for independent

control network, 250 with multiple networks channel impedance on 4- and 8-channel

. Support for 2-, 4-, and 8-channel CPS models amps (2-10 0 in 0.1 0 steps)

• Freely programmable control inputs and outputs

u
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CPS Contractor Precision Series Amplifiers Live for Sound FEV

Continvoos Ootpot Power(20-20,000 Ho,
THD<0.2%)

Max,rrr,rc Br d300 O.otpvt

Topology

lrnpndance

C[ass-AB

Contirrvoon Ootpot Pown-(1 kHa,THD 1%)

CPS 2.4 CPS 2.6 CPS 2.9 CPS 2.12

650W

Closn-AB Class-H

Anrphfier Gatn 22dB

Class-H

Freqverrcy Response 10.40000Hz (±1 dB)

Total Harnronio Dotorboe 0.03%

Internrodola/oo Distor*on (SMPTE) 0.1 % 0.05% 0.1 % 0.1 %

DIM 30 0.05% 0.02% 0,05% 0.05%

5mw Bate 25 V/ys 26 V/ys 27 V/ys 30 V/yo

8onelog lepots 2, eleotronroalty baiarrced, Ptroerco-type

Irput Irepedance (Ba’onced) 20 kIl

Inpot Sensitrv/y 2.2 dBv (1.0V) *3.1 dBv (1.1 lVrrns) +5.1 dBv (1.39 Vrrns) +66 dBu (1.66 Vrrrrs)

Mazireren Ir-pot Voltage *21 dBv (8.69 Vnno) +21 d8v (8.69 Vrrns) *21 08v (8.69 V-nrs) +21 08v (8.69 Vrrno)

Crossover Type Optronal Modoles Opbonal Modules Medvlr Mork/or

Notwork Control (IRIS-Net) Opbonal (RCM-810 oord)

CAN Bos Interface Opt’.onal (RCM-810 card)

Varioble Load Drive (VLD) No

Coolrng Front-to-raar, 3-stage fans

Dinrnrrsions (HoW D) 861 462.6n 421.5 nrrrr
347 n 19s 1 6.59 in

Wregrrl Net 27.76 rbn (12 13.23 lbs (6 fog)) 3263 lbs (14.5 kg) 3504 ds (16.3 kg) 1 39025e (17.15.43 Ibo (7 kg))

Topology Class-D Class-D Closn-D

lnrpedotrce/Voltege 2 12 412 8 12 8 f1 VLD 70 2 12 4 12 8 II 8 12 VLD 70 2 12 412 B 0 8 0 VLO 70

V/100 V V/100 V V/100 V

Continuoas Power/Channel (t kHa, THD 1%) 1000W 1000W 505W 1000W 1000W 500W 500W 250W 500W 500W 500W 500W 250W 500W 500W

Continvoos Power/Channel (20-20,000 Ho, 900 W 900W 450W 900W 900W 450 W 450W 225 W 450W 450W 450W 450W 225 W 450W 450 W

THD 4 0.3%)

Maoerrunr Bridged Datput --- 2000W 2000W --- 2000W --- 1000W 1000W --- 1000W --- 1000W 1000W --- 1000W

Awpl:tier Gaon 32dB (Lo-Z). 33cR (70V). 36dB (100V) 32 dB )Lo-Z), 33 dB (70V). 36 oS (100V) 3248 (Lo-Z), 33dB (70V). 36dB (100V)

Fteqvency Respoose 15 Ha-30,000 Ho

Signal-to-Noon RoSo, A-weghted (4 0) 103dB 100dB 1 ioo dB

Total Hemnotrio Dtutortion 0.05%

lnleonrodvlario’r Diotorhor- )SMPTE) 0.05% 0.05%

DIM 30 0.02% 0.02% 0,02%

0mw Rate 28 V/po

Analog Inpots 4, efaotrenioalfy balanoed, Phoena-type 4, electrotvcally balanoed, Phoeno-type 8, eleotronically balanced, Phoerrts-type

lrrpvt Iwpedarce (Balarrcnd) 20 kIl

Inpot Seno/tv4y OdBv(,775V)-20, +3dBv(l.1V)-4/8 0, +6 dBv(1.55) 0 dBv(775V)-2 0, *3dBv)1.1V)-4/B0, +6 dBa)l.55) OdBv).775V)-2fl, *3 dBv)1.1V)-4/8 0, f-6dBv(1,55)

705/100V 70V/IOOV 705/100V

Maninr-w tr’pvt Voltoon ‘022 (5.76 Vnns)

Netwerk Control (IRIS-Not) Opbonal (RCM-B10 satot)

CAN Bas Interface Ophonal )RCM-810 oord)

Variable Lood Drive )VLD) Tas

Cooling Front-to-oar, contin’iously variobln tans

Denensions (1-1 oW zO) 88.1 n 462.60 421.5 non
3.470190 16.59 in

Weight Net 24.47 lbs (t 1.1 kg) 24.47 lbs (11,1 kg) 30,6 ho (13.9 kg)
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Compact Precision amplifiers combine outstanding audio
performance with the highest-possible reliability and
safety to create an ideal high-power solution for touring
and rentals. Incorporating an innovative new switchmode
power supply into Class-H technology, the CP series
delivers clean headroom that is far above stated nominal
output. This advanced design also results in improved
performance-to-weight ratio for easier touring, reduced
waste heat for closer rack spacing, and reduced power

set of protection circuitry guards people and equipment
against hazardous conditions, and a rigid, robust chassis,
built to the highest precision manufacturing standards,
ensures dependable operation on even the most grueling
tours. With exceptionally clean power and tour-friendly
touches that facilitate fast, flexible setup, Compact
Precision amplifiers fulfill even the most demanding
requirements of pro audio touring.

• Advanced high-efficiency Class-H design

• Ideal for demanding concerts and tours

Exceptional dynamic headroom

• Rugged, compact, and lightweight

Up to 1600W per channel (2 f2)

• XLR pass-though input connections

• Easy connection to bi-amped loudspeakers

• Switch mode power supply

• Built-in dynamic limiters

• Complete protection: thermal, overload,

shorts, HF, DC, back-EMF, inrush current

• Three-stage front-to-rear fans

2100 W er channel Class-H power amplifier

High power with advanced Class-H efficiency

• deal for demanding concerts and tours

- Exceptional dynamic headroom

• Rugged, compact, and lightweight

Up to 2100 W per channel (2 f2)

• XLR pass-though input connections

• Easy connection to bi-amped loudspeakers

- Switch mode power supply
• Built-in dynamic limiters

Complete protection: thermal, overload,

shorts, HF, DC, back-EMF, inrush current

• Three-stage front-to-rear fans

Live for Sound CP Compact Precision Amplifiers

consumption for enhanced energy efficiency. A complete

cpoooS 1600 W oer channel Class-H oower amplifier

DOOB

C.P400OS

Topology

Irnpedance

c:ass-H

Maxirnun, oowe, (ik Ho, THD 1%)

Rated power (20 Hz—20,000 H<, THD 0 02%)

Maxintont b,idnod oatp<.t (1000 Hx: 1% THD)

20

1600W

Freqx<noy Reaponoe (-1dB, rel. 1 kHx)

CP3000S CP4000S

cl<<-H D
15- 40,000 Ha 15- 40,000 Ho

S,gnai-to-no,oe ratia. A-weighted 107 48 105 45

Total harmon<c d,ntxrtion S 0.05% « 0.05%

Intern,odalotixn d,ntxrpxn (SMPTE) « 0.02% « 0.02%

SIew rate 35 V/pn 35 5/pa

Inpot innpedance (balanced( 20,0 20<0

c,oeotalk (al 1,000 Ha) S -8048 S -80 48

Dinre,,eio,,s (W H 0) 483< 85,1 366.5 ,,,e, 483 a 58.1 a 354 ree,
19 <3,5 <1522k, 19 <3.5 al55in

Net weight 5.15 ,g (1 7.96 Iba.) 5.70kg (1626<)
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PA Series Commercial Power Amplifiers Live for Sound rE

The PA series of commercial power amplifiers is a
favorite of installers everywhere for sound reinforcement,
background music, paging, and public address systems.
Featuring low-distortion amplifier electronics that are
bridgeable for flexible power allocation, PA series amps
provide a wide dynamic range with excellent headroom.
An onboard limiter spares both amplifier and speakers
from damaging transients, and a comprehensive
thermal/electrical protection package ensures long-haul
dependability. Equipped with Phoenix-style terminals for

rack-ready 2RU chassis with ample internal airflow and
exceptionally quiet multi-stage fans. Models are available
in a variety of output powers and channel configurations,
several of which provide 70/100V output using low-distortion
transformers. All models provide multi-voltage operation
from 110-240 VAC. Offering outstanding versatility and
long-term reliability, the PA series is a remarkable value for
any installation application.

• Cool-running, saturation-free power

for distributed installations

• Ideal for sound reinforcement,

paging, and life safety
• 250W mono for 70/100V lines

• Compact 2 RU design

• Stepped rear-panel level attenuation

• Selectable 50 Hz or 300 Hz high-pass filter

• Thermal protection, peak limiting, turn-on delay
• Multi-voltage operation from 110-240 VAC

• Phoenix-type inputs and outputs
• Three-stage front-to-rear fans

• Integrated rack ears for direct mounting

U

Dual 270 W per channel power amplifier

• Efficient performance for low

impedance or distributed systems

• ldeal for sound reinforcement,

paging, and life safety

• 250 W per channel for 4 0 or 70/100V lines

• Bridged mono Out for 540 W into 8 0

• Compact 2 RU design

• Stepped rear-panel level attenuation

• Selectable 50 Hz or 300 Hz high-pass filter

• Thermal protection, peak limiting, turn-on delay

• Multi-voltage operation from 110-240 VAC

Phoenix-type inputs and outputs

• Three-stage front-to-rear fans
• Integrated rack ears for direct mounting

Dual 430 W per channel power amplifier

__

- ,--
- f 1 -

‘—-‘ ‘—.--‘ _J J —-

fast, easy hookup, PA series amps are housed in compact,

PA125OT Single-channel 270 W power amplifier

PAZ400T
• Efficient performance for low Stepped rear-panel level attenuation

impedance or distributed systems • Selectable 50 Hz or 300 Hz high-pass filter

. Ideal for sound reinforcement, Thermal protection, peak limiting, turn-on delay

paging, and life safety Multi-voltage operation from 1 10-240 VAC

• 400 W per channel for 4 0 or 70/100 V mes Phoenix-type inputs and outputs

. Bridged mono out for 860 W into 8 0 Three-stage front-to-rear fans

Compact 2 RU design Integrated rack ears for direct mounting
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E
Ei! Live for Sound PA Series Commercial Power Amplifiers

PA2450L Dual 450 A/ oer channel nower amolifier

Reliable high-quality power for installation Selectable 50 Hz or 300 Hz high-pass filter
Ideal for sound reinforcement, Thermal protection, peak limiting, turn-on delay
paging, and life safety Multi-voltage operation from 1 10-240 VAC
450 W per channel for 4 0 or 70/100 V lines Phoenix-type inputs and outputs

• Bridged mono out for 900 W into 8 0 Three-stage front-to-rear fans
Compact 2 RU design - Integrated rack ears for direct mounting
Stepped rear-panel level attenuation

PA4IflL Quad 160 W jer channel cower amlifier

Flexible multi-channel power for installation
• Ideal for sound reinforcement, paging, and life safety

160 W per channel into 4 0

• Bridged mode for dual 315 W outputs into 8 0
• Compact 2 RU design

• Stepped rear-panel level attenuation

• Selectable 50 Hz or 300 Hz high-pass filter
Thermal protection, peak limiting, turn-on delay
Multi-voltage operation from 110-240 VAC

Phoenix-type inputs and outputs
• Three-stage front-to-rear fans

• Integrated rack ears for direct mounting

PA2450L PA415OL PA2400T PA2250T PA125OT

Nwober of Chonreels 2 4 2 2 1

Srgnzl-le-Noise RoSo, A-weighled 104 dB 101 dB 103dB 103 dB 103dB

Irrrpedoroe/Voltogo 4 0 8 0 4 0 80 40 8 0 70 V1I00 V 40 8 0 70 V/100 V 70 V/100 V

(ratedIo°d)4-lD< 1%, 1kHz
450W 220W 160W 100W 430W 215W 430W 270W 135W 270W 270W

Raled output power
(*rated road) THD « 0.2%, 20Hz 400W 200W 150W 75W 400W 200W 400W 250W 125W 250W 250W
— 20kHz

5mw rate (V/s)s 1kHz 28 16 25 46/65 18 41161 41/61

Freqoerrecy resporree -1dB, rel. 1kHz « 10Hz - 40kHz « 10Hz - 40kHz 65Hz - 40kHz 65Hz - 40kHz 65Hz - 20kHz

powerMBW=BOHz, 1kHz
« 0.1% « 0.1% « 0.1% 6 0.1% 0 0.1%

IMD-SMPIE 60Hz, 7kHz 0 0.1% « 0.1% 0 0.1% 0 0.1% « 0.1%

DIM3O 3.15kHz, 15kHz 0 0.1% 0 0.1% 0 0.1% 0 0.1% « 0.1%

Inpot rrrrpzdartce, 20 — 20,000 Hz 0 20 kO S 20 kO S 20 kO S 2010 S 20 kfl kolanced

IOtOerrSrtcOty@rzled 001901
0 dBu (775,oV) 0 dBu (775rnV) 0 dBo (775eV) 0 dBo (775rnV) 0 dBo (775rnV)

Crotalk rel. 1 kHz, S 10% rated
« -75dB 0 -75dB 0 -75dB 0 -75dB 4 -75dB

outpul power

(W H D)
483o88z406 ren, 483o88z406 ren, 483 e88 z406 ren, 483 e88 e406 mm 483o88e406 ren

rrnnflSrznSzz
19e 3.5a16 cm 19z3.5x16 in 19e3.5 zl6in 19z3.5o16 in 19z3.5 e16 in

Worght 16.5kg )36.34 Iks) 18kg (35.65 Ibo) 26kg (57.27 Vs) 23.5kg (51.76 Ibs) 16,5kg (3634 Vs)
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NetMax Digital Matrix Systern Live for Sound rE

The NetMax N8000 System Controller is a state-of-the-art
digital matrix system offering comprehensive management
of all aspects of professional sound reinforcement systems.
Supporting both distributed and central processing, NetMax
is a powerful physical complement to EVs IRIS-Net protocol,
which gives designers and end-users the industry’s most
flexible routing, DSP, and component-level system control
and supervision. EO, crossovers, dynamics, FIR-Drive
loudspeaker optimization—NetMax does it all with superior
digital fidelity.

Each 4RU NetMax chassis supports up to 1000 MIPS of
processing power and up to 32 local audio channels. And
with NetMax’s modular, field-configurable architecture, every
system can be tailored to current needs without being locked
out of future expansion. Designed for both installations and
touring systems, NetMax is an indispensable tool for concert
halls, houses of worship, hotels, casinos, convention centers,
sporting arenas, and stadiums. Simply put, there’s no more
powerful, intelligent way to tame the complexity of modern
sound systems than NetMax.

N8OOO15OtONetMax 1500 MIPS digital matrix controller
Full IRIS-Net supervision, control, and scheduling Internal 48-bit processing for

Comprehensive 32-channel routing and mixing outstanding audio fidelity

Huge range of DSP filters, EO, dynamics, and delays Auto-compiling DSP engine with

p_:E— —_

FIR-Drive loudspeaker optimization ultra-low fixed latency
‘ Powerful 1500 MIPS internal processing Modular architecture with hardware expansion slots

Up to 1900 MIPS of processing Fully-programmable analog and digital GPIO support

power available per unit Support for Ethernet, RS-232, USO, and CAN

1 15 dB dynamic range for clean, quiet sound CobraNet and Dante audio networking options

• Full IRIS-Net supervision, control, and scheduling
Comprehensive 32-channel routing and mixing

• Huge range of DSP filters, EO, dynamics, and delays
• F1 R-Drive loudspeaker optimization
• 300 MIPS internal processing

Up to 1000 MIPS of processing
power available per unit

• 115 dB dynamic range for clean, quiet sound

NetMax 8-channel analog input card

Eight electronically balanced line-level inputs

Euroblock connectors

20 KO input impedance

• 117 dB dynamic range for superior sonic quality

Internal 48-bit processing for
outstanding audio fidelity
Auto-compiling 0SF engine with
ultra-low t ixed latency

• Modular architecture with hardware expansion slots
• Fully-programmable analog and digital GPIO support
• Support for Ethernet, RS-232, USB, and CAN
• CobraNet and Dante audio networking options

• Automatic configuration

• IRIS-Net notification of installation and removal

• On-board DSP (100 MIPS)

• Eight electronically balanced mic/line inputs

• Euroblock connectors

• 48 V phantom power
• Mic/line pad, selectable via IRIS-Net

• Gain and level adjustable via IRIS-Net

• Automatic configuration

IRIS-Net notification of installation and removal

• On-board DSP (100 MIPS)

i

N8icø NetMax 300 MIPS digital matrix controller

AIi

Ml- 1 NetMax 8-channel analog mic/line input card
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rEv Live for Sound NetMax Digital Matrix System

• Versatile 8.4-inch or 12.1-inch touchscreen

• Distributed user-friendly control and
monitoring of NetMax systems

• Custom control surface design via lRlS-Net
• Configurable functionality and graphics

Long life-span and noiseless operation
• Reliable Win XP Embedded OS
• Cost-effective integration info

existing Ethernet networks

DM-1 NetMax Dante audio network module AO-1 NetMax 8-channel analog output card

• Connect NetMax to a Dante digital audio network

___________

Transmit up to 32 ins and 32 outs at 48 or 96 kHz
sample rate and 1 6-, 20-, or 24-bit word-length
Low latency (typically below 1 ms)

• Two Gigabit Ethernet interfaces

for system redundancy

• Status LEDs for each interface
• Dante Zen device-discovery
• Compatible with Dante Virtual Soundcard

Eight electronically balanced line-level outputs
• Euroblock connectors
• 118 dB dynamic range for superior sonic quality
• 1000 output impedance
• Automatic configuration
• IRIS-Net notification of installation and removal
• On-board DSP (100 MIPS)

NetMax CobraNet audio network module

• Connect NetMax to a CobraNet
digital audio network

• Two 100BASE-TX Ethernet interfaces (IEEE
802.3u compatible) for system redundancy

• 100 mbps data transmission rate
• Four serial ports each for input and output

for a total of up to 32 ina and 32 outs

• Enhanced DSP power for NetMax controllers
• Adds 300 MIPS computing capacity
• Easy field installation into chassis card slot

48-bit signal processing
• Two RAM banks (51 2k x 24 Bit) for

delay lines up to 21.8 seconds

- Eight channels of AES/EBU

digital audio output
• Four Euroblock output connectors
• 48 kHz sample rate
• +21 dBu maximum output level
• Automatic configuration via IRIS-Net

with installation/removal notification

On-board DSP (100 MIPS)

• 48 kHz sample rate and 16-, 20-,
or 24-bit word-length

• Control, monitoring, configuration, and
firmware updates via Ethernet

• Status LEDs for link, activity, fault, and
CobraNet conductor status

• Double-precision DSP algorithms.

• Automatic configuration via IRIS-Net
with installation/removal notification

PWS- PW-R PWS- Proarammable wall stations
— — ——— —, —

. Modular standard-mount keypads for NetMax Easy labeling, protected by transparent cover

: : Convenient control for volume, source, presets, etc. Integrated status LEDs
: Up to three front units in a wallstation - Button and LED configuration via IRIS-Net

• •
• PWS-C connects front units to CAN bus Customizable button behavior
• Easy daisy-chaining with included connection wire (momentary, latching, or radio)

TPh8,zrPIlZ Touch panel interlaces

Dl-.’ flfl-1 NetMax 8-channel diital outøut cardNetMax 8-channel diciital inut card
Eight channels of AES/EBU

or S/PDIF digital audio

• Four input connectors, Euroblock

or TOSLINK optical

. Supports sample rates from 32 - 192 kHz

. Independent sample rate
conversion for each input
Lock indication LED

. On-board DSP (100 MIPS)

DSP-1 N8000 microprocesssor expansion module
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Loudspeaker PrOcéssors Live for Sound V

Proven in thousands of installations and live applications
around the world, including the Olympics, the FIFA World
Cup, Live 8, and Live Earth, EV delivers truly state-of-
the-art DSP for today’s applications. EV’s Dx46 sets the

standard for digital loudspeaker controllers, providing
48-bit filter algorithms, 24-bit AD/DA conversion, and a
dynamic range of 115 dB.

Two-in/six-out IR IS-Net sound system processor

• Software application that provides control

over all aspects of DC-One Configuration;

available as a free download.

• F1 R-Drive loudspeaker optimization

• Analog and AES/EBU inputs

• Switchable -6 dB pre-A/D converter pad

• 24-bit AD/DA conversion

• 48-hit filter algorithms

• 115 dB dynamic range

• Ethernet and USB data interfaces

• Dedicated array EQ and delay sections

• 4 separate delay sections

• 5 contact closure inputs

• 60 factory presets, 30 user presets

Unique editlcompare mode for

audible parameter adjustment

• Full loudspeaker protection package,

inciuding both signal and thermal limiters

• DC-One Editor Software control via USB port

• Analog or AES/EBU Inputs

• Switchable -6 dB pre-A/D converter pad

• 24-hit AD/DA conversion

32-bit Floating Point internal processing

• 111 dB dynamic range

• Six predefined operation configurations

• Easy connection to DC-One hardware via USB

• Detailed, real-time control and

supervision of DC-One hardware

• Intuitive user interface

• State-of-the-art graphics provide data/ed,

easy-to-understand system overview

• Graphical navigation and block diagrams provide

easy access to all functions and DSP sections

• Contact closure interface for

remote preset recail

• 60 factory presets, 20 user presets

• Compare button toggles between

presets and edited settings

• Highly-customizable security settings

• Unique delay adjustment interface positions

components as they actually exist in space

Selective lockout of front-panel access

protects settings from tampering

• Available as a free download at

www,electro-voice.com

I1’1 1”l”’ 1’ ‘I .r’1I

Two-in/six-out sound svstem orocessor

1

1
flC-Ori Erlitrir qrftwir PC-based editino software for DC-C)ne
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Live for Sound Loudspeaker Processors

Analog Inpute (Eleolronioally Balarteed) Two XLR. Two XLR THRU OUT Two XLR, Two XLR THRU OUT

Dx46 DC-One

Anolog Dutputs (E[eotrorooally Balanoed) Sir XLR So XLR

Dgta/ lepulo XLR AES/EBU (2-ohannel) XLR AES/EBU (2-channel)

Moornurn Inoit Voltone 87 V/*21 aBu (anzIo pad 001 en0aged) 8.7 V/*21 dS.i (anulog pad no engogod)

Nominzl Input Voltage 1.55 VI+ 6 dBu 1 23 V/+4 d8u

Input Irr.pedance (Balanced) 10/0 10 kIl

Maow±n Output Voltage 8.7 01*21 dBu 87 V1O21 dB,i

Non/no Oitpr Votzge 1.55 V/*6 dBu 1.23 01*4 dB,i

Outpat hepedance (Balanced) 50 0 500

Freqiency Reooonse 20- 40.000 He 10 - 22000 Hz (±0.0 dO)

Dynornio Renge 11648 (A-weghted) lii dO (unwoighted, band teeited 22- 22,050 Hz)

THD*N u 0.002% (bood 1 no/ed 20Hz - 25000 He) 0 0.01% (band 1 nOod 22- 22.000 Hz)

AID Conve-sion 24-bI Delta Sgrnz 2d-bn1Sgrna-DeIta (linear phose) 128 boos oaersatnpling

D/A Conuersior 2db Delta Sg’-ra 24’oI’Sinrrro-De!ta 120 irene ouerszrr.p 19

DUo Forrnat 24-bI 24-bI

Intenar Processing 40-bi double precSro-r 32-bt Pooling point

Sarnple Bate 48 kHe 40 kHo

Contro Protocol 058. Etberrtet Froot-punol USB oct

Denensions (H e WeD) 1.740 10e 14 no 1.74 a IS s 14 no
4425 s 482.6e 3556 nier 4425 a 4026 a 355.6 rein

Weigbt Net 10.14 Ibs (4.6 kg( 1014 Ibo (4.6 ko)
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