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Code

ECV-VEO-AXS4

ECV-VEO-AXS4P

ECV-VEO-CH201
ECV-VEO-CH202
ECV-VEO-CH205
ECV-VEO-CH210

ECV-VEO-MXH44

Naam

The VEO-AXS4 allows to extract audio signals from HDMI signals up to 4K.
It prov

Ecler VEO-AXS4P is a professional HDMI audio extractor that allows to
de-embed a

High Speed HDMI 2.0 cable with Ethernet. Length: 1m

High Speed HDMI 2.0 cable with Ethernet. Length: 2m

High Speed HDMI 2.0 cable with Ethernet. Length: 5m

High Speed HDMI 2.0 cable with Ethernet. Length: 10m

Ecler VEO-MXH44 is a 4x4 HDMI Matrix for high dynamic range (HDR)
formats. Itis

ECV-VEO-MXH44D Ecler VEO-MXH44D -HDMI 2.0 4x4 18Gbps Matrix
ECV-VEO-RACK19 Univ. 19?7 Rack mount shelf VEO series

ECV-VEO-SPH42

ECV-VEO-SPH44

ECV-VEO-SPH48

ECV-VEO-SWH44

ECV-VEO-SWM44

ECV-VEO-SWM45

ECV-VEO-XPS15

ECV-VEO-XPT24

ECV-VEO-XPT44

ECV-VEO-XRI1C

ECV-VEO-XRI2L

ECV-VEO-XRT44

ECV-VEO-XTI1C

ECV-VEO-XTI2L

ECV-VEO-XTT44

122 HDMI splitter for high dynamic range (HDR) formats. It is HDCP 2.2/1.4
compl

124 HDMI splitter for high dynamic range (HDR) formats. It is HDCP 2.2/1.4
compl

128 HDMI splitter for high dynamic range (HDR) formats. It is HDCP 2.2/1.4
compl

4x1 HDMI switcher for high dynamic range (HDR) formats. It is HDCP 2.2
compliant

VEO-SWM44 is a compact 4K presentation switcher that includes 2 HDMI
2.0, a USB-

VEO-SWM45 is a compact 4K presentation switcher and scaler that
supports 3 HDMI

VEO-XPS15 allows to extend 1080p video signal up to 50m over a single
Cat 6 cabl

VEO-XPT24 allows to extend one 4K video signal up to 40m over a single
Cat 5e/6

VEO-XPT44 allows to extend one 4K video signal up to 40m over a single
Cat 5e/6

VEO-XTI1C and VEO-XRI1C are HDMI over IP Extenders that use the
advanced H.264 ¢

VEO-XTI2L and VEO-XRI2L are low latency 4K HDMI extenders over IP.
Suitable both

Ecler VEO-XRT44 is a professional HDBaseT Receiver of High Dynamic
Range (HDR)

VEO-XTI1C and VEO-XRI1C are HDMI over IP Extenders that use the
advanced H.264 ¢

VEO-XTI2L and VEO-XRI2L are low latency 4K HDMI extenders over IP.
Suitable both

Ecler VEO-XTT44 is a professional HDBaseT Transmitter of High Dynamic
Range (H

ECV-VEO-XWT44E Ecler VEO-XWT44 is a HDbaseT transmitter in European 2-gang wallplate

format. It
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