
LD SYSTEMS & LD SYSTEMS powered by EMINENCE are brands of  ADAM HALL Group

The information contained in this publication, including numerical data, has been prepared as a general guide to the products, but intending buyers and users must satisfy themselves as to the suitability and the safety of the 

products for their particular purposes and duties. No responsibility is assumed for any errors herein. The company reserves the right to alter the designs and material specifications of products shown in this publication without notice.

MAUI28
ALL IN ONE ARRAY SYSTEM

LDM28SATBAG
PROTECTION-/ TRANSPORT BAG FOR MAUI28 COLUMN SPEAKER

OPTIONAL ACCESSORIES:

LDM28CB
CASTOR BOARD FOR MAUI28 SYSTEM

LDM28SUBPC
PROTECTION-/ TRANSPORT COVER FOR MAUI28 SUBWOOFER

SPECIFICATIONS

Model name: LDMAUI28

Type: Subwoofer: V – Construction Bass Reflex

Vertical Array: Sealed

Subwoofer: 2 x 8"

Vertical Array System (2pcs): Fullrange: 16 x 3" / HF: 1" Horn Tweeter

Amplification: Class A / B 

Dispersion: horizontal 120° in average

Power Output (RMS): Subwoofer: 200 W / Vertical Array System: 200 W

Frequency Response: 45 Hz – 20 kHz

Sensitivity (1 W / 1 m): 98 dB

Max SPL: 115 db

Protection: Dual Limiter

Controls: Volume, Sub Level, ON/OFF Switch

Indicators: On, Lock, Signal, Limit, Protect

Subwoofer Connectors: Input: XLR / 6,3 mm jack (combo), RCA / Direct line through: XLR

Satellite Connectors: Custom Made Multi Pin Connector

Cabinet Material: Subwoofer: 15 mm Plywood / Satellites: Aluminium

Cabinet Surface: Subwoofer: Painting / Satellites: HD Coating

Dimensions (W x H x D): Subwoofer: 390 x 450 x 510 mm / Satellite: 110 x 790 x 90 mm

Weight: Subwoofer: 29 kg / Lower Column: 3.7kg / Upper Column: 4.1 kg

Features: Assisted Vertical Array set up with LED control for correct connection 

Easy connection with Multi Pin plug (no cables) 

Stable connection via four steel extensions 


