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Code Naam Catalogusprijs Uw nettoprijs Eenheid
Inclusief BTW  Inclusief BTW

INO-APP-02/EK  InOut NP-10, Panel, DIN Player, 85-264VAC, 24VDC\40W PSU with EU\UK 115,02998 115,02998 St
adapters

INO-APP-03/EK  InOut NP-2, 85-264VAC, 24VDC\40W Din Mountable PSU 84,77998 84,77998 St

INO-APP-05/EK  InOut NP-5, 85-264VAC, 24VDC\40W PSU with EU\UK Adapters 108,97998 108,97998 St

INO-DA480-RE  InOut DA 480-R/E 4-Channel Compact Power Amplifier (EOL) 1.185,80 1.185,80 St

INO-FP-30 InOut FP-30 1\2U 19” rack filling panel, to be used with RM 30 66,55 66,55 St

INO-NP-10/E InOut NP-10/E Stereo Amplified Audio Player (MP3/WAV) 1.270,50 1.270,50 St

INO-NP-2 InOut NP-2 DIN Player - Stereo MP3 Player 968,07998 968,07998 St

INO-NP-20R/E  InOut NP-20R/E Advanced Network Audio Player 2.141,70 2.141,70 St

INO-NP-5 InOut NP-5 Panel Player - Stereo MP3 Player 986,15 986,15 St

INO-PYR-L12 InOut Passive IR motion Sensor max 12m, Relay Outputs 290,47998 290,47998 St

INO-PYR-S12 InOut Passive IR motion Sensor max 12m, TTL Outputs 223,92998 223,92998 St

INO-PYR-S5 InOut Passive IR motion Sensor max 5m, TTL Outputs 193,67998 193,67998 St

INO-RM-30 InOut RM-30 1U 19” rack space tray, to install 2 Players or 1 & FP30 filling 96,80 96,80 St
Panel

INO-RS8MKII/R/E InOut RS-8R MKII Relay switching unit 2.468,40 2.468,40 St

INO-SM1-LP Sensing microphone for ANC application. Electret omni-directional, 9-48 114,95 114,95 St
Phantom

INO-SM1-P Heavy Duty Sensing microph. For ANC application. Electret omni-directional, 96,80 96,80 St
9-48

INO-ST25 InOut ST-25 15W Exciter - Freq. Response: 125Hz-12kHz - Nom. Impedance: 114,95 114,95 St
8 Ohm

INO-ST30 InOut ST-30 30W Exciter - Freq. Response: 80Hz-16kHz - Nom. Impedance: 193,60 193,60 St

4 Ohm



