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SR H 1 440 Professional Open Back Headphones
Designed for mastering and critical listening

NEW

FEATURES INCLUDES

• Fuil-range audio with rich, • Impedance-optimized • Additional pair of

f controlled bass from 40 mm for direct connection to velour ear pads

t neodymium drivers wide range of portable
• Dual-exit, detachable

—‘ / • Open-back, circumaural audio devices
• Threaded ¼”

mi design for exceptionally • Ergonomicallydesigned, M’ gold-plateci adapter
natural sound, wide stereo adjustable, premium steel
image, and increased frame padded headband • Zippered hard storage case

‘
depth of field for hours of listening comfort
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SR H750DJ Professional Di Headphones
Engineered for live professional DJ mixing and monitoring

FEATURES INCLUDES

Enhanced frequency response • Adjustable, collapsible • Additional pair of ear pads

4 tuned to deliver high-output headband with 90-degree
• Detachable coiled

bass with extended highs swivel ear cups for comfort

• Closed-back circumaural and easy one-ear placement • Threaded ¼

4 II! 4-.s design rests comfortably • Maximized power handling
gold-plated adapter

over the ears and reduces for Di mixers • Carrying bag
background noise

• Bayonet clip securely locks
1 detachable cable into ear cup
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Technical Specifications

CLOSED BACK HEADPHONES
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MODEL SRH24OA SRH44O SRH55ODJ SRH75ODJ

Ideal for vivid listening Developed for professional Designed for Di mixing Engineered for live
USE on almost any device and home studios and personal listening professional Di mixing

and monitoring

SPECIFICATIONS

DESIGN Closed-Back, Circumaural Closed-Back, Circumaural Closed-Back, Supra-aural Closed-Back, Circumaural

DRIVER 40 mm dynamic, 40 mm dynamic, 50 mm dynamic, 50 mm dynamic,
neodymium magnet neodymium magnet neodymium magnet neodymium magnet

SENSITIVITY
107 dB/mW 105 dB/mW 109 dB/mW 106 dB/mW

IMPEVENCE
38 El 44 El 32 El 32 El

(Nominal, 1 kHz)

MAX INPUT POWER
500mW 500mW 3000mW 3000mW

FREQUENCY
20 Hz —20 kHz 10 Hz —22 kHz 5 Hz —22 kHz 5 Hz —30 kHz

NET WEIGHT
.52 Ib (238 g) .69 Ib (311 g) .52 Ib (235 g) .64 Ib (291 g)

CABLE TYPE
Straight, attached Coiled, single-exit, detachable Straight, attached Coiled, single-exit, detachable
oxygen-free copper oxygen-free copper oxygen-free copper oxygen-free copper

CABLE LENGTH 2 m (6.56 ft) 3 m (9.84 ft) 2 m (6.56ff) 3 m (9.84 ft)

PLUG
Gold-plated 1/8” (3.5mm) Gold-plated 1/8” (3.5mm) Gold-plated 1/8” (3.5mm) Gold-plated 1/8” (3.5mm)
stereo jack stereo jack stereo jack stereo jack

INCLUDES

ADDITIL1NAL PAIR
OF FAR PAAS

DETACHABLE

THREADED 1/4”
ADAPTER - (Nickel-Plated) - - -

HARD STORAGE
CASE

CARRYING BAD



OPEN BACK HEADPHONES
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SRH84O SRH94O SRH].440 SRH184O

Optimized for professional Designed for critical Designed for mastering Designed for mastering
studio recording listening, monitoring and critical listening and critical listening

and mastering

Closed Back, Circumaural Closed-Back, Circumaural Open-Back, Circumaural Open-Back, Circumaural

40 mm dynamic, 40 mm dynamic, 40 mm dynamic, 40 mm dynamic,

neodymium magnet neodymium magnet neodymium magnet neodymium magnet

102 dB/mW 100 dB/mW 101 dB/mW 96 dB/mW

440 420 370 650

1000 mW 1000 mW 1000 mW 1000 mW

5Hz—25kHz 5Hz—30k1-Iz l5Hz—27kHz lOHz—30k1-Iz

.82 Ib (372 g) .71 Ib (322 g) .76 Ib (343 g) .59 Ib (268 g)

Coiled, single-exit, detachable Single-exit, detachable Straight, dual-exit, detachable Straight, dual-exit, detachable

oxygen-free copper oxygen-free copper oxygen-free copper oxygen-free copper

3 m (9.84 ft) 2.1 m (6.9 ft) 2.1 m (6.9 ft)

Gold-plated 1/8” (3.5mm) Gold-plated 1/8” (3.5mm) Gold-plated 1/8” (3.5mm) Gold-plated 1/8” (3.5mm)

stereo jack stereo jack stereo jack stereo jack
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Premium Quality. Perfect Fit.
From professional applications to
everyday personal listening, Shure
headphones bring together dynamic,
high-performance audio with the
unparalleled build quality that has
made us a leader in professional
audio for over 85 years.

SMI United States, Canada, Europa, Middie East, Africa: Asia, Pacific:
Latin America, Caribbean: Shure Europe GmbH Shure Asia Limited

LEGEN DARY Shure Incorporated Jakob-Dieffenbacher-Str. 12, 22fF, 625 King’s Road
PER FORMA N c E 5800 West Touhy Avenue 75031 Eppingen, Germany North Point, Island East

Niles, IL 60714-4608 USA Hong Kong
Phone: 49-7262-92490

Phone: 847-600-2000 Fax: 49-7262-92491 14 Phone: 852-2893-4290
Fax: 847-600-1212 (USA) Email: info@shure.de Fax: 852-2893-4055
Fax: 847-600-6446 Email: info@shure.com.hk
Email: info@shure.com
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